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Abstract
The resonant interaction between light and matter lies at the heart of nanopho-
tonics research. In particular, nanoparticles that possess optical resonances in the
visible spectral range have been avidly studied and employed for various technical
and biological applications in the last two decades.
While the most commonly employed nanoparticles are metallic ones with local-
ized plasmonic resonances, these particles suffer from inevitable optical losses and
parasitic photothermal heating.
Recently, through the advent of new fabrication techniques, all-dielectric nano-
particles with high refractive index have arisen as a competitive alternative both
as colloidal nanoparticles and as building blocks in metasurfaces. These particles
present low-loss geometric resonances of electric and magnetic character with Q-
factors comparable to plasmonic nanoparticles. Importantly, the various multipolar
responses excited in these particles can be engineered to interact and give rise to
highly directional scattering or light confinement.
This thesis focuses on the design, modelling and optimization of resonant all-
dielectric nanoparticles for nanophotonic applications through electrodynamics sim-
ulations such as finite-difference time-domain and various analytical or semi-ana-
lytical models.
It is demonstrated that highly specific design of metasurfaces with silicon nanoan-
tennas can yield close to 100% optical absorption at specific light wavelengths. The
effect is a result of complete destructive interference between different multipolar
excitations and can be achieved despite the low intrinsic losses of silicon.
Further, this effect is exploited to propose a novel solar harvesting device us-
ing nanostructured amorphous silicon with theoretically predicted efficiencies that
approach state-of-the-art thin film solar cells.
Owing to their significant interaction with light and generally low losses, res-
onant all-dielectric particles are promising candidates for nanoscopic handles in
biological systems. This thesis therefore focuses partly on optical forces and ma-
nipulation of silicon nanoparticles. The zero-backscattering Kerker condition is in-
vestigated as an avenue to decrease radiation pressure in an optical trap. Moreover,
a comparison to more conventional nanoparticle materials for optical tweezers such
as gold and polystyrene is made, including photothermal effects.
Lastly, the interaction of porous silicon nanoantennas with subwavelength emit-
ters or absorbers is studied and the influence of porosity, pore size, and pore place-
ment is elucidated.
KEYWORDS: silicon; nanophotonics; all-dielectric; metasurfaces; optical forces; per-
fect absorption; FDTD

vList of publications
The thesis is based on the work presented in the following papers:
I Large-scale silicon nanophotonic metasurfaces withpolarization independent near perfect absorption
Nils Odebo Länk, Ruggero Verre, Peter Johansson & Mikael Käll
Nano Letters 17 (5), 3054 – 3060 (2017).
II Metasurfaces and colloidal suspensions composed of 3Dchiral Si nanoresonators
Ruggero Verre, Lei Shao, Nils Odebo Länk, Pawel Karpinski,
Andrew B. Yankovich, Tomasz J. Antosiewicz, Eva Olsson
& Mikael Käll
Advanced materials 29, 1701352 (2017).
III
Directional scattering and multipolar contributions to
optical forces on silicon nanoparticles in focused
laser beams
Nils Odebo Länk, Peter Johansson & Mikael Käll
Optics Express 26 (22), 29074 – 29085 (2018).
IV Electromagnetic energy distribution in resonant quasiporous silicon nanostructures
Nils Odebo Länk, Mikael Käll & Tomasz J. Antosiewicz
Submitted manuscript
V Solar harvesting based on all-dielectric perfect absorbingmetasurfaces
Robin Vismara, Nils Odebo Länk, Ruggero Verre, Mikael Käll,
Olindo Isabella & Miro Zeman
Submitted manuscript
VI Thermal effects and trap stability for nanoparticle spheresin an optical trap
Nils Odebo Länk, Peter Johansson & Mikael Käll
In manuscript
vi
Declaration of author contributions
I
I performed the optical experiments, the simulations and
developed the analytical model. I also wrote the first
draft of the paper.
II
I performed the electrodynamics simulations, partici-
pated in the interpretation of data and participated in
writing the paper.
III I made all calculations, simulations and data analysis andwrote the first draft of the paper.
IV I designed and performed all simulations and data anal-ysis and wrote the first draft of the paper.
V
I performed the simulations of the idealized array as well
as the multipole decompositions. I also wrote the first
draft of the paper together with Robin Vismara.
VI I performed the optical force simulations, the data analy-sis and wrote the first draft of the paper.
vii
Additional papers, not included in the thesis
The following papers were produced during the thesis period:
VII Directional light extinction and emission in ametasurface of tilted plasmonic nanopillars
Ruggero Verre, Mikael Svedendahl, Nils Odebo Länk,
Zhong-Jian Yang, Gülis Zengin, Tomasz J. Antosiewicz
& Mikael Käll
Nano Letters 16 (1), 98 – 104 (2015).
VIII Polarization conversion-based molecular sensingusing anisotropic plasmonic metasurfaces
Ruggero Verre, Nicolò Maccaferri, Karsten Fleischer,
Mikael Svedendahl, Nils Odebo Länk, Alexandre Dmitriev
Paolo Vavassori, Igor V. Shvets & Mikael Käll
Nanoscale 8 (20), 10576 – 10581 (2016).
IX
Probing photothermal effects on optically trapped
gold nanorods by simultaneous plasmon spectroscopy
and Brownian dynamics analysis
Daniel Andrén, Lei Shao, Nils Odebo Länk, Srdjan S. Ac´imovic´,
Peter Johansson & Mikael Käll
ACS Nano 11 (10), 10053 – 10061 (2017).
X Photothermal DNA release from laser-tweezed individualgold nanomotors driven by photon angular momentum
Hana Šípová, Lei Shao, Nils Odebo Länk,
Daniel Andrén & Mikael Käll
ACS Photonics 5 (6), 2168 – 2175 (2018).
XI Antenna-enhanced fluorescence correlation spectroscopyresolves calcium-mediated lipid–lipid interactions
Stephan Block, Srdjan S. Ac´imovic´, Nils Odebo Länk,
Mikael Käll & Fredrik Höök
ACS Nano 12 (4), 3272 – 3279 (2018).
XII Large-scale fabrication of shaped high index dielectricnanoparticles on a substrate and in solution
Ruggero Verre, Nils Odebo Länk, Daniel Andén
Hana Šípová & Mikael Käll
Advanced Optical Materials 6 (7), 1701253 (2018).
XIII Surface interactions of gold nanoparticles opticallytrapped against an interface
Daniel Andrén, Nils Odebo Länk, Hana Šípová-Jungová,
Steven Jones, Peter Johansson & Mikael Käll
Submitted manuscript
↪→
viii
XIV Plasmonic versus all-dielectric nanoantennas for refractometricsensing: a direct comparison
Noemi Bosio, Hana Šípová-Jungová, Nils Odebo Länk,
Tomasz J. Antosiewicz, Ruggero Verre, & Mikael Käll
Submitted manuscript
XV Optical trapping and temperature measurements of siliconcolloidal nanoparticles
Pawel Karpinski, Steven Jones, Hana Šípová-Jungová,
Nils Odebo Länk, Ruggero Verre, & Mikael Käll
In manuscript
ix
Acknowledgements
I would first like to acknowledge the extensive support of my supervisor Professor
Mikael Käll. For the opportunity to even be here and the guidance throughout my
stay. Specifically, for always keeping your door open and for being patient and
pedagogical.
Thank you immensely to my co-supervisor Professor Peter Johansson, for the
great theoretical support. It seems that whatever the question is, you have some
notes and/or some Fortran code on the subject. Your extensive knowledge and
your way of seeing things has influenced me. Thank you for always taking the time
to answer my questions.
Ruggero Verre, for the huge support in our shared projects. It is easy to get
swept away with your enthusiasm and grand visions. I tend to get stuck on details,
and your ability to see the bigger picture has been very helpful. Moreover, you have
always been positive and energetic and I really appreciate that.
Tomasz Antosiewicz, not only have you helped me through our shared project,
you have always been extremely helpful to me in my other projects. Specifically,
you were always willing to share your enormous expertise of the FDTD method.
For all your help, support and very pleasant conversations I am very thankful!
I’m grateful also to our co-authors on the scientific projects! In particular to
Robin Vismara and Olindo Isabella in Delft as well as Andy and Eva Olsson for
fruitful collaborations.
Thank you to Peter Apell, for offering your support throughout my time here.
Special thanks go also to Daniel Andrén, with whom I have had extensive con-
versations about the life of a PhD student in Bionanophotonics.
Thanks to my office mate, Denis Baranov, for many excellent discussions and
valuable input on my various undertakings.
My thanks go also to the rest of the Bionanophotonics division, both past and
current! Specifically, Mikael S, Zhong-Jian and Lei, for the valuable help when I
started out. And for being encouraging and making the workplace pleasant, thank
you Timur, Martin, Steven, Robin, Hana, Jade, Benjamin, Srdjan, Pawel, Ankit, Bat-
tulga, Luis, Tom, Aili, Partha, Nermin, Jorge, Andreas, Michael, Adriana, Noemi,
Yang, Gustav E.J., Gustav E, Kunli, Yurui, Kristof, and Gülis.
I would also like to acknowledge the financial support of my work through the
Swedish Foundation for Strategic Research (SSF).
Finally, my sincerest thanks to my lovely Josefin as well as the rest of my family
and friends, who have always supported me and believed in me throughout my
studies. It has been a great help to know that I always have you. I promise that you
will see more of me now that I’m done writing this!
Nils ODEBO LÄNK
Göteborg, April 2019

xi
Contents
Abstract iii
List of publications v
Acknowledgements ix
1 Introduction to dielectric nano-optics 1
1.1 Metamaterials and metasurfaces . . . . . . . . . . . . . . . . . . . . . 2
1.2 Plasmonics . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2
1.3 High refractive index dielectric nanoparticles . . . . . . . . . . . . . . 3
1.4 Coupling with subwavelength emitters . . . . . . . . . . . . . . . . . 7
1.5 Optical forces . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 9
1.6 Outline of the thesis . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 11
2 Multipole basis for electromagnetic fields 13
2.1 Mie theory . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 14
2.2 Interference and the Kerker conditions . . . . . . . . . . . . . . . . . . 17
2.3 Multipole decompositions of scattered fields . . . . . . . . . . . . . . 19
2.3.1 Using arbitrary external surface of integration . . . . . . . . . 19
2.3.2 Using internal source distributions . . . . . . . . . . . . . . . . 22
2.4 Cartesian multipole moments and toroidal moments . . . . . . . . . . 23
3 Finite-difference time-domain (FDTD) simulations 25
3.1 Method . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 25
3.1.1 Example in 1D . . . . . . . . . . . . . . . . . . . . . . . . . . . 26
3.2 Simulation set-up . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 28
3.2.1 Material parameters . . . . . . . . . . . . . . . . . . . . . . . . 28
3.2.2 Meshing . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 29
3.2.3 Boundary conditions . . . . . . . . . . . . . . . . . . . . . . . 29
3.2.4 Termination criteria . . . . . . . . . . . . . . . . . . . . . . . . 31
3.3 Analysis . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 32
3.3.1 Absorption and scattering . . . . . . . . . . . . . . . . . . . . . 32
3.3.2 Near fields . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 33
3.4 Strengths and weaknesses of FDTD . . . . . . . . . . . . . . . . . . . . 34
4 Island-film theory 37
4.1 Modified Fresnel coefficients for magnetic response . . . . . . . . . . 37
4.1.1 A generalized Kerker condition . . . . . . . . . . . . . . . . . . 40
5 Optical forces 43
5.1 Maxwell stress tensor . . . . . . . . . . . . . . . . . . . . . . . . . . . . 43
5.2 T -matrix method . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 44
5.3 Dipole approximation . . . . . . . . . . . . . . . . . . . . . . . . . . . 45
5.4 Axial forces and trap stability . . . . . . . . . . . . . . . . . . . . . . . 46
xii
6 Weak coupling to emitters 49
6.1 Purcell effect . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 49
6.2 Non-radiative decay . . . . . . . . . . . . . . . . . . . . . . . . . . . . 51
6.3 Calculation of the decay rate enhancements . . . . . . . . . . . . . . . 51
7 Concluding remarks 53
7.1 Discussion of appended papers . . . . . . . . . . . . . . . . . . . . . . 53
7.2 Outlook . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 56
Appendices 57
A Spherical basis functions 59
B Expansion coefficients for dipole sources 63
C Multipole decomposition, arbitrary integration surface 65
D Expansion coefficients for a plane wave 67
E Energy flow for fields in spherical multipole basis 71
Bibliography 73
1Chapter 1
Introduction to dielectric
nano-optics
The interaction between light and matter is one of the most important and ubiqui-
tous concepts throughout the natural world. Understanding and taming this inter-
action in various ways has led to some of the most important milestones in human
development and technology.
What we typically call “light” in our everyday lives is electromagnetic radiation
within a quite narrow frequency range. Radio waves and microwaves are exam-
ples of the same type of radiation but at lower frequency, while X-rays and gamma
radiation are examples with higher frequency. So the importance of light-matter
interactions stretches all the way from long-range communication using radio an-
tennas to understanding how gamma radiation affects our bodies and why it can be
harmful. Indeed, the reason that the particular wavelength range of λ ≈ 400 − 750
nanometers (nm) is called the visible wavelength range is likely (at least partly) due
to the interaction between light and a very special example of matter – water. At
both sides of the visible spectrum, ultraviolet and infrared, water absorbs light very
effectively. Since our atmosphere contains vast amounts of water, there wouldn’t be
much light around to see for an eye sensitive to infrared or ultraviolet light! So from
a certain point of view, through evolution, we used the concepts of light-matter in-
teraction to our advantage before we were advanced enough to know it.
As a light wave travels through space, the electromagnetic field oscillates and
varies over a wavelength, λ. It is interesting to compare this length with a charac-
teristic size, d, of matter the light interacts with. For atoms, d is around 10−10 m or
0.1 nm, which is much smaller than λ for visible light. Meanwhile, for something
like bacteria which we typically consider very small in our everyday lives we have
d ≈ 10−6 m or 1000 nm which is larger but comparable to λ. It is between these
two sizes that this thesis takes place, visible and near-infrared light interacting with
matter with characteristic sizes d ≈ 10− 500 nm. This is the realm of nano-optics.
The most interesting and useful phenomena arise when there is a strong interac-
tion between light and matter, when the nanoparticle has a strong optical response.
Such high optical response can be achieved when the incident light has a frequency
that lies in the vicinity of an optical resonance in the particle.
Recent advances in nanotechnology and nanofabrication have allowed for the
realization of tailor-made structures at the nanoscale. Through this, it has become
possible to experimentally study, characterize and harness the power of resonant
nanoparticles.
This thesis focuses on the properties of resonant particles made of all-dielectric
materials. These particles are studied both in isolation and as part of more complex
arrangements. In order to arrive to where this thesis takes place, we first embark on
a brief journey through the history of nano-optics.
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1.1 Metamaterials and metasurfaces
Visible light interacting with nanoparticles is in a sense analogous to radio waves
interacting with antennas. Specifically, the function of an antenna is to convert
propagating waves from afar into localized electric signals that can be transmitted
through wires or vice-versa. In certain contexts, resonant nanoparticles are there-
fore referred to as “optical antennas” [1, 2]. They are able to convert visible light into
enhanced near-fields as well as transmit information about local properties into the
far-field.
Continuing the analogy with radio waves, it is a common practice to combine
several antenna elements into an antenna array. This gives great control of the shape
of the radiation pattern and one can aim the emission or reception in a specific di-
rection. Deliberate assembly of nanoparticles into different patterns has become
the focus of considerable recent research. Through various nanofabrication tech-
niques such as electron beam lithography or colloidal lithography [3], it is possible
to assemble many nanoparticles smaller than the wavelength of visible light into a
desired pattern. If the inter-particle distances are also subwavelength, the result-
ing assembly is referred to as a “metasurface”, a two-dimensional analogue of a
metamaterial.
Research interest for metamaterials started in earnest around 20 years ago, with
Pendry’s seminal paper on perfect lensing [4]. A perfect lens, along with many other
exotic optical effects, requires a material with a negative refractive index, something
that is not found in any naturally occuring materials. Instead, these meta-materials
arose with the objective to effectively introduce both a negative magnetic permeabil-
ity (µ < 0) and a negative electric permittivity (ε < 0) through an artificial magnetic
response. One of the first examples was in the microwave regime with Split-Ring
Resonators (SRRs) [5] which utilized a resonant effective magnetic response com-
bined with conducting wires providing the negative ε [6].
Metamaterials and metasurfaces have since then evolved and moved from the
microwave regime toward the visible frequency range. However, a smaller wave-
length requires smaller elements and the fabrication is considerably more difficult
at the nanoscale. Moreover, at these shorter wavelengths, the optical response of
many materials is different since the energies are routinely enough to excite elec-
tronic transitions.
More recent applications and properties of metasurfaces, specifically in the vis-
ible spectral range, will be discussed further on as part of the discussion on the
materials typically employed in their construction.
1.2 Plasmonics
A plasmonic excitation is an oscillation of the free conduction electrons in a metal.
One typically distinguishes between different kinds of plasmonic excitation: bulk
plasmons, surface plasmon polaritons (SPP) and localized surface plasmon reso-
nances (LSPR). The SPP is a propagating charge oscillation that moves along the
interface between a dielectric material and a metal, while the LSPR is confined on
the surface of a metallic nanoparticle.
Nanoparticles with LSP resonances in the visible or infrared spectral range es-
sentially act as optical antennas, in the sense that they are able to confine the radi-
ation into subwavelength regions [1]. Due to reciprocity, this naturally also works
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in reverse, the optical antenna can transmit information about its immediate sub-
wavelength environment. These functionalities offer a plethora opportunities to
engineer light-matter interactions at the nanoscale, and the field of plasmonics has
been a very active area of research for the last few decades [7–10].
Localized surface plasmons couple extremely well to light. In fact, their interac-
tion cross sections (scattering and absorption) can greatly exceed their geometrical
cross sections. Moreover, the spectral location of these resonances is greatly depen-
dent on their specific geometric shape and size of the nanoparticles [11] as well as
the properties of their immediate surroundings. The spectral location of the reso-
nance naturally affects the colour of the scattered light and colloidal solutions of
noble metal nanoparticles typically have beautiful and vibrant colours, something
that was utilized in the making stained glass windows for medieval churches. The
sensitivity of the resonance to the particle surroundings has found applications in
sensing based on refractive index changes [12–15]. The enhanced near-fields can
give rise to Surface-Enhanced Raman Scattering (SERS) even down to the single
molecule detection limit [16, 17] as well as improved solar cells, a review of which
can be found in Ref. [18].
Owing to the strong optical response, enhanced near-fields and sensitivity to
their proximity, plasmonic nanoparticles have been extensively employed in the
design of metasurfaces. Examples include advanced light management techniques
such as focusing [19], bending [20] and polarization control [21, 22] as well as opti-
cal holography [23]. Other than directly altering the properties of light, plasmonic
metasurfaces offer great opportunities in sensing of refractive index changes [24]
or using Surface-enhanced Raman Spectroscopy [25]. This brief introduction natu-
rally only brushes the surface of this mature and still active research field. Many
prominent researchers in the field recently contributed to an in-depth review and
roadmap of modern plasmonics [10].
1.3 High refractive index dielectric nanoparticles
The concept of using optically small particles with high refractive index also arose in
the context of metamaterials with negative effective material parameters, µeff, εeff <
0 [26–28]. Again, some of the first experimental examples came for applications
with frequencies in the GHz range [29]. The interest was sparked because particles
with high refractive index exhibit a resonant response of both electric and magnetic
character, something that was described in the early 1900s by Mie [30]. Moreover,
that an effective magnetic material response could be obtained through embedding
such particles in a host matrix was known already in the middle of the last century
[31]. However, with the contemporary interest for metamaterials with negative op-
tical parameters, the topic experienced a resurgence. Following immense progress
in nanofabrication, the concept moved upwards in frequency around a decade ago,
via the infrared [32], to when the first experimental demonstrations appeared in the
visible spectral range appeared around 2012 [33].
It was realized with the help of Mie theory that certain semiconductor materi-
als, and in particular silicon, have a refractive index high enough for this strong
magnetic response to appear in the visible and near-infrared [34, 35]. The scattering
properties of crystalline silicon spheres calculated with Mie theory is shown in Fig-
ure 1.1 (see Chapter 2 for a detailed discussion on the Mie solution and how these
results were calculated).
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FIGURE 1.1: Optical response of silicon nanospheres. (a) The scat-
tering efficiency of silicon spheres in the visible spectral range as a
function of sphere diameter, showing the spectrally tunable electric
and magnetic dipole response. (b) Scattering spectrum for a selected
silicon sphere with diameter D = 160 nm
The localized plasmonic resonances discussed earlier are a consequence of the
restoring forces experienced by the conduction electrons in the metal. In contrast,
these Mie resonances in high index dielectric particles should be thought of as ge-
ometric in nature. An analogy can be made with a Fabry-Perót cavity where an
eigenmode appears when the light wavelength is some multiple of the optical path
length in the cavity. Similarly, the lowest order Mie resonance, the magnetic dipole,
occurs approximately when the condition λ0/n ≈ D is fulfilled, where λ0 is the light
wavelength in vacuum, n is the refractive index of the particle andD is its diameter.
The refractive index of silicon in the visible wavelength range is around n = 3.5− 4
[36], which puts the lowest order resonances at particle diameters around 4 times
smaller than the wavelength. The magnetic dipole has its origin in circulating dis-
placement currents that get excited in the particle, resembling a magnetic dipole
current source. Importantly, by appropriately choosing the size of the nanoparticle,
one can thus tune the spectral position of the electric and magnetic response for a
specific application.
Besides nanospheres, the most studied geometric shape of resonant high-index
nanoantennas is cylindrical disks. For practical applications, this is probably the
design that is most commonly employed. Especially in the design of metasurfaces,
the relative ease in fabricating nanodisks lithographically makes them an attrac-
tive choice. From the perspective of optical characterization, however, nanodisks
present a larger challenge due to the absence of an exact analytical solution to the
scattering problem, such as Mie theory for spheres. Instead, numerical approaches
such as finite-difference time-domain (FDTD) (Chapter 3) need to be used. Com-
pared to plasmonic resonators however, these geometrical resonances are much less
sensitive to the exact geometric shape of the nanoparticle and much of the under-
standing from the spherical particles can transferred to nanodisks.
The optical response for silicon nanodisks calculated with FDTD are shown in
Figure 1.2. The disks are illuminated with an x-polarized plane wave along z. One
of the most important contrasts is that for spherical particles, the electric and mag-
netic dipoles are always spectrally separated. However, their relative spectral posi-
tion can be tuned by changing the aspect ratio of a nanodisk [37] or spheroid [38]
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FIGURE 1.2: Optical response and near-fields for silicon nanopil-
lars illuminated from the bottom with x-polarized light. (a) The
scattering efficiency of silicon pillars with a constant height h = 200
nm as a function of disk diameter. (b), (c) The near-fields and electric
field lines in the xz-plane at the electric and magnetic dipole res-
onances of a selected diameter of D = 150 nm. The electric field
enhancement is shown in (b) while (c) displays the magnetic field
enhancement.
and they can be engineered to overlap (see Figure 1.2(a)). The near-fields at the elec-
tric and magnetic dipole resonances for a nanodisk with a diameterD = 150 nm and
height h = 200 nm are displayed in Figure 1.2(b), (c). The electric field lines can aid
in revealing the underlying nature of the modes. The electric dipole resonance has
a concentrated dipolar excitation in the x-direction at the center, parallel to the po-
larization of the incident wave. We also note that, at these resonances peaks, the
plane wave couples to more than one multipolar mode, as the electric dipole also
shows signs of a magnetic quadrupole excitation. At the magnetic dipole resonance,
circulating currents are excited and give rise to a magnetic dipole moment in the y-
direction. This is also accompanied by a substantial enhancement of the magnetic
field. Detailed information of the nature of the fields can be obtained through a
multipole decomposition, which will be discussed in Chapter 2.
A central theme in the research of all-dielectric nanophotonics is the interference
and interplay between the different multipolar modes excited in the nanoparticles.
The effects of magnetic excitations interacting with electric ones was investigated
quite early on, in particular by Kerker et al. in the 1980’s [39]. However, it took a
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long while from those studies for fabrication and applications to catch up, and it was
experimentally shown during this decade that these effects can become prominent
in high refractive index dielectric spheres, both in the microwave [40] and visible
[41, 42] regimes. In particular, as will be discussed and shown in more technical de-
tail in Chapter 2, when an electric dipole and a magnetic dipole of equal magnitude
and phase are overlapped, the back-scattering is completely cancelled. This is due
to perfect destructive interference in the scattering in the backward direction. When
electric and magnetic excitations fulfil this, the “first Kerker condition” is said to be
fulfilled. A second Kerker condition also exists, and is related to forward scattering
(Chapter 2).
In diffraction theory, it is common to phrase problems in terms of the Huygens
principle (or Huygens-Fresnel principle). It essentially states that every point on a
wavefront can be viewed as a secondary source of spherical waves. By geometri-
cally mapping out the interference between these sources, the diffraction patterns
from apertures and gratings can be easily obtained [43].
A particle fulfilling the first Kerker condition is typically called a Huygens’
source for this reason, it is a source of secondary waves in the forward direction.
An array of such sources would be non-reflective since all back-scattering is can-
celled. These arrays are referred to as a Huygens’ metasurfaces and they have been
the subject of a lot of recent interest. The main reason for this interest is the prospect
of being able to manufacture flat and thin optical elements [44]. By proper engineer-
ing of the phase of each meta-atom, the surface will re-radiate the incident beam in
a highly specific manner [45, 46]. Fabrication of such metasurfaces is possible using
for instance high index dielectric nanodisks [47]. It should be mentioned that these
Huygens’ metasurfaces are special cases of the more general phase gradient meta-
surface with its associated generalized laws of reflection and refraction [48], which
can be either transmissive or reflective. Moreover, these metasurfaces have been
demonstrated using either all-dielectric [49] or plasmonic [20] constituent elements.
A recent review on phase gradient metasurfaces can be found in Ref. [50].
The Kerker conditions are manifestations of destructive and constructive inter-
ference originally tied to electric and magnetic dipolar excitations. However, such
effects are not limited to dipoles. For instance, all electric multipoles have symmet-
ric radiation while all magnetic have anti-symmetric and more general designs can
be envisioned [51]. Moreover, the excitation geometry can be made more complex
[52] and one can move from single particles to metasurfaces or particle aggregates.
Considerations like these have been dubbed Generalized Kerker Conditions and the
subject has recently been reviewed [53].
A specific example of a generalized Kerker condition is studied in Paper I. The
system is a metasurface of silicon nanopillars on top of a glass substrate. When the
metasurface is illuminated from the glass side in a total internal reflection geometry,
the interference between the electric and magnetic dipolar excitations can give rise
to complete suppression of the reflected signal. Since there is no transmission, this
results in total absorption at that specific wavelength and incident angle. It is shown
in Paper I and discussed in Chapter 4 that this condition of perfect absorption is
closely related to the first Kerker condition, where αe = αm.
The focus of the majority of research on all-dielectric nanoparticles and meta-
surfaces has been on the dipolar excitations and their interaction. However, the ex-
citation of higher multipole orders can offer additional functionalities due to more
complex radiation patterns and typically higher Q-factors. However, compared to
the lower order dipolar modes, fabrication and experimental realization of higher
order multipoles is more challenging owing to their increased sensitivity to optical
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losses and geometric shape of the particle. In fact, the scattering spectra of silicon
spheres shown in in Figure 1.1 show almost no indication of higher order reso-
nances. This is due to the absorption losses in silicon becoming relevant at shorter
wavelengths.
The research in high refractive index nano-optics has exploded in recent years,
and more and more applications and remarkable functionalities appear with an im-
pressive pace. Many innovations are driven by previous experience in plasmonic
nano-optics. Compared to metallic nanoparticles with plasmonic response, one of
the main advantages with all-dielectric nanoresonators is their reduced Ohmic loss.
However, it should be noted that at the higher order multipolar resonances, in par-
ticular of magnetic character, the absorption and heating can be significant [54].
Some select examples of recent innovations in all-dielectric nanophotonics include
the previously mentioned flat optics [55–58], beam steering [59, 60], holography [61]
and even subwavelength imaging [62]. Very recently, information storage using sil-
icon nanostructures was suggested [63].
As discussed above, sensing at the nanoscale has long been driven and dom-
inated by metallic elements with plasmonic response. Even though the spectral
position of the Mie resonances in all-dielectric structures is not nearly as sensitive
to the surrounding refractive index, sensing can be performed with some tricks [64–
67].
Silicon is perhaps the most widely used high refractive index material in the visi-
ble range. This is due partly to the low optical losses of crystalline silicon, and partly
due to its abundance and the immense experience in various fabrication techniques
from the semiconductor electronics industry. However, the choice of material is
sometimes limited by the application at hand and many alternatives exist including
GaAs, TiO2 and GaP, to name a few. A recent review on materials in the context
of all-dielectric nanophotonics can be found in Ref. [68]. Enormous progress in the
research of plasmonic nanoparticles was driven by the ability for large-scale fab-
rication of colloidal solutions of nanospheres, nanorods etc. Many applications of
high-index dielectric nanoparticles require facile and high-throughput fabrication
methods for colloidal solutions of e.g. silicon nanoparticles. Commonly employed
methods such as dewetting [69] and laser ablation [70] typically result in a particle
size dispersion. Paper II demonstrates a flexible fabrication method for metasur-
faces and, with an additional fabrication step, mono-disperse colloidal suspensions
of silicon nanoparticles with tailored geometric shapes and chiral response.
A plethora of applications and interesting functionalities have been reported,
and this introduction is far from comprehensive. Rather, focus was devoted to the
applications most relevant to the work that this thesis based on. The reader in-
terested in a wider perspective is referred to a number of reviews [67, 71–76] and
naturally the references therein.
1.4 Coupling with subwavelength emitters
A central property of high refractive index dielectric nanostructures that was not
explicitly mentioned in the previous section is their ability to concentrate light into
subwavelength volumes. This enhancement of near-fields naturally boosts light-
matter interactions, specifically the interaction of light with objects small enough to
fit inside the enhanced mode volume. In particular, the enhanced electromagnetic
fields are associated with a strongly enhanced photonic local density of states (or
LDoS), which can in turn amplify the rate of spontaneous decay of nearby emitters.
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This concept has been known since the middle of the last century, and bears the
name “Purcell effect” after its inventor [77]. This effect will be discussed in a bit
more detail in Chapter 6.
The excitation of the magnetic type multipolar resonances is accompanied with
an enhancement of the local magnetic field (see Figure 1.2(c)). Moreover, in a clas-
sical picture, the favourable overlap between the radiation patterns of magnetic
dipole emitters and the nanoantenna magnetic dipole resonance lead to an enhanced
magnetic optical density of states. Following the prediction of this effect on the
spontaneous emission rates of magnetic emitters [78, 79], much attention has been
devoted to the “magnetic Purcell effect”, a review of which can be found in Ref.
[80].
Although the Purcell effect and spontaneous emission are distinctly quantum
mechanical in nature, it can be shown that a purely classical electrodynamics calcu-
lation of the power dissipated by a dipole source corresponds to the spontaneous
decay rate [81]. This quantum-classical analogy is discussed in more detail in Chap-
ter 6. For spherical particles, this decay rate can be calculated analytically [82]
through the use of Mie theory, while numerical methods such as FDTD are required
for more complicated geometries.
As mentioned previously, a key application for resonant nanoparticles is as a
nanoantenna, communicating information between near-field and far-field. In fact,
this formalism of dipole-nanoparticle coupling, along with the directional emis-
sion properties of high-index dieletric nanoparticles can be harnessed for improved
nanoantenna designs [83, 84].
Importantly, the spectral tunability of the resonant response of high index di-
electric nanoparticles through careful choice of geometric size and shape makes it
possible to target a specific application. The response can be tuned to a particular
emitter with an absorption and emission band at a specific spectral location.
Similar to their plasmonic counterparts, dimers of high refractive index nanopar-
ticles exhibit enhanced near-fields in the gap region, albeit typically much weaker
[85, 86]. Perhaps the most straightforward path to experimentally probe the afore-
mentioned coupling effects is to place emitters in close proximity to dielectric nanos-
tructures, either single particles or composite structures like dimers. This has been
achieved through various methods, including using a near-field scanning probe [87,
88], thin film deposition [89, 90] or freely diffusing flourophores [91].
In contrast to plasmonic nanoantennas, however, the majority of the enhanced
electromagetic fields are confined to the interior of the high index nanoparticles (see
Figure 1.2). This is a direct consequence of the geometric nature of the resonances.
The interior of the particle can be engineered to be accessible to an emitter through
various tricks. Two commonly used ways to accomplish this are to introduce holes
to the dielectric nanoantenna, such that emitters can penetrate [76, 92] or by incor-
porating the emitter directly in the antenna fabrication. This second method can
involve doping the antenna material with semiconductor quantum dots [93, 94] or
using luminescent defects in the antenna material such as a nitrogen vacancy center
in a diamond nano-antenna [95, 96].
In Paper IV, we propose a method similar to the first one, namely fabrication
of cylindrical nanoantennas of porous silicon. By making the antenna permeable,
the enhanced near-fields can become accessible to emitters e.g. in colloidal solution.
Meanwhile, the method can benefit from rich previous experience with porous sili-
con fabrication and classification methods [97].
The above discussion is focused on atomic or molecular emitters as well as quan-
tum dots and thus glosses over other important sources of emission such as excitons
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in transition metal dichalcogenides (TMDCs) or in halide perovskites. Discussion
about such sources of light in this context can be found in a very recent review [98].
Moreover, the introduction and this thesis work focuses on weak coupling be-
tween emitters and antennas and thus excludes from the discussion the very active
research field of “strong coupling”, which is associated with the emergence of new
hybrid light-matter polaritonic states [99].
1.5 Optical forces
It is perhaps not obvious from our everyday lives that light carries momentum and
can exert forces on matter. We certainly do not feel any pressure from our lamps.
Even the small and light dust particles that are sometimes visible in a room during
a particularly sunny morning do not seem to be pushed around by the sunlight.
Nevertheless, the photons in the light do transfer some momentum to the particles,
even though the resulting forces are negligible.†
However, when the matter particles are even smaller and the light is tightly
focused, the situation changes. The transfer of momentum from the photons can
exert significant forces on the particles, and even hinder their movement.
Nearly 50 years ago, Arthur Ashkin performed a series of experiments that
demonstrated this effect for dielectric particles with sizes in the micrometer range
[101]. Around fifteen years later, Ashkin proceeded to demonstrate the possibility of
capturing such particles in three dimensions using a single focused laser beam [102].
Since then, optical confinement and manipulation of small objects has been an ex-
tremely valuable tool and has been given the fitting name “Optical Tweezers” and
nowadays pre-built and complete optical tweezer set-ups are commercially avail-
able. In fact, Ashkin was awarded part of the 2018 Nobel prize in physics for his
invention of the optical tweezer.
Applications of the method are numerous. Owing to the favourable overlap of
relevant sizes and force magnitudes, optical tweezers have found a natural home
in biology and biotechnology. Examples where the technique is often employed
include the study of single biomolecules responsible for transport and reactions in
cells [103, 104], and specifically the dynamics of DNA and RNA [105, 106].
Physicists have also made great use of the technology and some examples among
many include applying it to the cooling of neutral atoms [107] (1997 Nobel prize in
physics) and nanoscopic thermodynamics [108, 109].
In the middle of the 90’s, it was demonstrated that metallic nanoparticles with
plasmonic response could be trapped in three dimensions [110]. In particular, use
of gold nanoparticles combines the flexibility of optical manipulation with the rich
plasmonic properties, chemical stability and facile colloidal fabrication. As a result,
the topic has since then been the subject of avid research and has recently been
reviewed [111]. A few research directions among many include enhanced chemical
reactions [112], photothermal heat generation and profiling [113, 114] and continued
study of DNA [115].
The restoring forces needed to confine a nanoparticle are intimately linked to the
strength of the optical response of the particle. At the same time, such strong optical
response in metallic nanoparticles is accompanied by a pronounced photothermal
heating induced by absorption. This can have serious consequences for thermally
sensitive biological applications. Moreover, the environmental temperature affects
†The optical forces are negligible on the dust in the room where there is air, but they can be im-
portant for interplanetary and interstellar dust [100].
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FIGURE 1.3: Sketch of optical trapping configurations. (a) A single-
beam optical trap. The restoring forces in along the optical axis bal-
ance the radiation pressure. (b) Two counter-propagating beams can
be used, the radiation pressure of the beams counteract one-another
while the restoring forces in the lateral directions are provided by one
or both. (c) The particle can be optically trapped against an interface,
where the radiation pressure is counteracted by Coulomb repulsion
from a interface with the same charge polarity as the particle.
the motion of the particle within the trap, as well as the viscous properties and
even optical properties of the solution [116, 117]. As discussed above, the geomet-
ric Mie resonances in high-index dielectric structures can provide a strong optical
response while keeping photothermal heating limited. Along with the interesting
interplay between electric and magnetic multipolar excitations in these particles,
this has made optical trapping and manipulation of high index nanoparticles an
interesting topic of research and it was recently experimentally demonstrated for
silicon in Ref. [118] as well as in Paper II. Harnessing the size-dependent optical
response of these particles can provide an avenue to manufacture mono-disperse
colloidal solutions of nanoparticles by optical sorting [119, 120].
In order for a three-dimensional optical trap to be able to stably confine a par-
ticle, the restoring forces have to overcome the momentum transfer in the forward
direction, i.e. the radiation pressure. For resonant particle response, this is difficult
to achieve since the radiation pressure forces are routinely larger than the restoring
forces along the optical axis. Therefore, many experimental implementations rely
on the optical restoring forces only for lateral (2D) confinement, while using other
methods such as two counter-propagating beams [101] or the Coulomb repulsion
from a nearby surface [121, 122] to counteract the axial radiation pressure force (see
Figure 1.3).
When optical absorption is low, such as for a silicon particle at energies close
to the band-gap, the optical force is given rise to only by scattering. These forces
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are directly related to the rate of momentum transfer to the particle from the scat-
tered photons and thus the direction of the scattered radiation must therefore play
a central role for the induced force. In this context, the directional emission prop-
erties of high-index dielectric particles discussed above are paramount. Indeed,
such effects have been considered for the radiation pressure on high-index dielec-
tric nanoparticles illuminated by plane waves [123] and in the context of optical
pulling forces and laser tractor beams [124]. In Paper III, we map out how the di-
rectional scattering associated with the first Kerker condition affects silicon particles
in a focused laser beam. In particular, we calculate the trap stability in terms of the
optical potential depth as a function of particle size for spherical and spheroidal
particle shapes. Moreover, we provide insight into the multipolar contributions to
the restoring forces as well as the radiation pressure.
In many of the applications discussed above, optically trapped nanoparticles
have been used as nanoscopic probes. In particular, such particles can be used to
measure forces and temperatures at the nanoscale. In this context, the size and
material of the nanoparticle are crucial ingredients. In Paper VI, we make a material
comparison for a few select laser wavelength relevant for optical trapping. We focus
on both two- and three-dimensional trapping and take photothermal heating effects
on the trap stability into account.
1.6 Outline of the thesis
After the preceding general introduction to the topics that this thesis is based on,
a number of more technical chapters follow. Rather than introduce and review the
topics, these chapters are intended to introduce and discuss the methods that were
employed in the research.
Since the optical response of high-index dielectric nanoparticles routinely con-
sists of multiple multipole orders, understanding of such systems requires tools to
separate these. In Chapter 2, the multipole basis for the electromagnetic fields is
introduced and various means of multipole decomposition are discussed. The in-
terference between different multipoles, and in particular the Kerker conditions, are
discussed in more detail. Moreover, an introduction is given to Mie theory, the im-
portant exact analytical solution to the spherically symmetric scattering problem.
For more complicated scattering geometries, where exact analytical solutions are
absent, numerical methods are needed. The finite-difference time-domain method
is a very powerful and general purpose method that has been used extensively
throughout the thesis work. This method is discussed in detail in Chapter 3.
Where complete and exact analytical methods are not possible, semi-analytical
approaches and approximations can nevertheless prove useful in understanding a
system. One such example is the island-film theory, an effective medium-like ap-
proach to the description of metasurfaces. It is introduced and discussed in Chapter
4.
In order to understand and predict the optical confinement and trapping of
nanoparticles, the calculation of optical forces is paramount. In Chapter 5, obtain-
ing the optical force from the conservation laws of linear momentum is discussed,
along with the powerful T -matrix approach for its calculation.
As mentioned in the introduction above, the enhanced near-fields associated
with the resonant response of high-index dielectric nanoparticles give rise to en-
hanced local density of states. This can greatly affect the coupling to nearby emit-
ters, which is discussed in Chapter 6.
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Finally, some concluding remarks are given in Chapter 7. In particular, the ap-
pended papers are discussed and a brief outlook is given.
The appendices A-E contain details and derivations that were deemed to com-
promise the readability of the main thesis text but are nevertheless relevant enough
to include.
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Chapter 2
Multipole basis for
electromagnetic fields
The Maxwell equations in a homogeneous medium can be rewritten into wave
equations with solutions that propagate – electromagnetic radiation. Such radia-
tion must be generated by some sort of source. Physically, it is given rise to by
moving charges. For example, driving an alternating current through a thin wire
will give rise to radiation with a frequency set by the frequency of the current.
The interaction of light with matter drives charge oscillations in the atoms and
the matter becomes polarized. These charge oscillations then subsequently give
rise to secondary radiation. In the case of atoms and very small particles (compared
to the light wavelength, λ), the nature of this secondary radiation is completely
electric dipole dominated. The reason is that when λ d (where d is some relevant
length scale related to the particle size), the fields effectively do not vary across the
dimensions of the particle and it behaves as an electric dipole.
For larger particles, as they are no longer deeply subwavelength, there can be
a variation of the fields across their volume. This gives rise to more complicated
charge distributions and more multipoles are needed.
In general, the electric field can be written in a series of spherical multipoles
according to
~E(~r) =
2∑
τ=1
∞∑
`=1
∑`
m=−`
aτ`m ~ψ
(j)
τ`m + bτ`m
~ψ
(h)
τ`m , (2.1)
where ~ψτ`m(kr, θ, ϕ) are the vector spherical basis functions, details and definitions
of which are given in Appendix A.
There is a lot to say about Equation (2.1). The total electric field is divided into
a superposition of incident and outgoing waves. The incident waves are character-
ized by the coefficients a while the coefficents b are for the outgoing waves. As an
example, for the scattering problem of a sphere illuminated by a plane wave, the
incoming plane wave is encoded in aτ`m and the scattered field in bτ`m.
The symbol τ in Equation (2.1) denotes the multipole type, τ = 1 are the mag-
netic multipoles while τ = 2 are the electric ones. In these spherical multipole
series, the “quantum number” ` corresponds to multipole order (` = 1 for dipole,
` = 2 for quadrupole etc.). A field configuration of a certain multipole order ` can
be arranged in space in 2` + 1 independent ways. In some sense, the polarization
direction of the fields is encoded in the azimuthal number m. For instance, a dipole
has 3 independent directions. Along the z-axis corresponds to m = 0 while m = ±1
are circularly polarized in-plane dipoles.
The superscript (j or h) on the basis functions indicates the choice of radial func-
tion for the fields. The incident waves need to be well-behaved at the origin, so the
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choice of radial function has to be the spherical Bessel functions j`(kr). The scat-
tered fields need to fulfil the boundary condition of outgoing spherical waves at
infinity, so in that case the choice has to be the spherical Hankel functions h(1)` (kr).
The specific decomposition of the fields into regular (incident) and outgoing
waves in Equation (2.1) was popularized by Waterman [125]. As will be discussed
in more detail in Chapter 5, the expansion coefficients aτ`m and bτ`m are related by
the Transition matrix, namely ~b = T~
~
· ~a. It is worth mentioning another common
representation, which in a sense is more fundamental, namely the the S-matrix or
scattering matrix. This instead relates converging spherical waves (h(2)` radial de-
pendence) to diverging (outgoing) spherical waves (h(1)` radial dependence).
Another thing worth mentioning here is the fields generated by a dipole source.
In a homogeneous medium, these fields are only outgoing (aτ`m = 0) and we have
` = 1. The electric field is
~Ed(~r) = bτ1m ~ψ
(h)
τ1m . (2.2)
It is not uncommon for confusion to arise with regards to normalization of
dipole moments, especially in a homogeneous medium other than vacuum. The
correct normalization for an electric point dipole along the z-axis is
b210 =
k3√
6piε0εr
pz , (2.3)
where k is the wavenumber in the medium and εr is the relative permittivity of the
medium. The derivation of this coefficent can be found in Appendix B along with
expressions involving px, py and corresponding magnetic dipoles.
2.1 Mie theory
One of the most widely used and important problems in nanophotonics and optics
in general is the scattering of light by an arbitrarily sized sphere, owing to the fact
that it has an exact analytical solution. This scattering problem is typically referred
to as Mie theory, after Gustav Mie who presented the solution in 1908 [30].
There are particularly good derivations and discussions about this problem in
Bohren and Huffman [126], but in a different basis of vector spherical harmonics.
Therefore I will only mention here how the solution looks in the present basis.
In this case, space is divided into two regions (Figure 2.1): the interior of the
sphere (denoted region 1) and the surrounding medium (region B, for background).
We call the sphere radius a and the let sphere be optically characterized by ε =
ε0ε1 = ε0n
2
1 and µ = µ0µ1. The optical properties of the surrounding medium are
ε = ε0εB = ε0n
2
B and µ = µ0µB and the origin is placed at the center of the sphere.
The fields on the outside of the sphere contain the incident wave (which is regu-
lar at the origin) as well as the scattered fields (which are outgoing spherical waves
at infinity). The electric fields thus takes the general form in Eq. (2.1), namely
~EB(~r) = ~Ei(~r) + ~Es(~r) =
∑
τ`m
aτ`m ~ψ
(j)
τ`m + bτ`m
~ψ
(h)
τ`m . (2.4)
Here, the coefficients aτ`m encode the incident field (not necessarily a plane
wave!) and bτ`m describes the scattered multipole fields. The objective is to find
these b coefficients. Given those, the fields everywhere outside the sphere are known.
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FIGURE 2.1: Geometry of Mie scattering. A spherical particle with
radius a and relative optical properties ε1, µ1 is embedded in a homo-
geneous medium characterized by εB , µB .
The fields in the sphere interior can only be comprised of waves that are well-
behaved at the origin, which is to say that only ~ψ (j)τ`m is present. We have
~E1(~r) =
∑
τ`m
Aτ`m ~ψ
(j)
τ`m . (2.5)
The specific form of these field expansion coefficients is constrained by the bound-
ary conditions at the sphere surface. The boundary conditions for the tangential
components of the fields are [127]
rˆ × ( ~EB − ~E1)
∣∣∣
r=a
= rˆ × ( ~HB − ~H1)
∣∣∣
r=a
= 0 , (2.6)
where the magnetic fields in the respective regions are obtained through the Maxwell
equation∇× ~E = iωµ ~H .
Solving for the scattered field coefficients in terms of the incident field coeffi-
cients yields
b1`m = t1` a1`m , (2.7)
b2`m = t2` a2`m , (2.8)
where tτ` are the sphere response functions given by
t1` = −µ1ψ`(Mx)ψ
′
`(x)−MµBψ`(x)ψ′`(Mx)
µ1ψ`(Mx)ξ
′
`(x)−MµBξ`(x)ψ′`(Mx)
, (2.9)
and
t2` = −µ1ψ`(x)ψ
′
`(Mx)−MµBψ`(Mx)ψ′`(x)
µ1ξ`(x)ψ
′
`(Mx)−MµBψ`(Mx)ξ′`(x)
, (2.10)
where ψ` and ξ` are Riccati-Bessel and Riccati-Hankel functions, respectively (Ap-
pendix A), and we have introduced the size parameter x = kBa and the relative
refractive index M = k1/kB = n1/nB .
We can notice, as a check, that these coefficients vanish in the limit M = 1, µ1 =
µB , i.e. in the limit where the sphere disappears. Moreover, we notice that the
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sphere response is independent of m, which is a manifestation of the perfect spher-
ical symmetry of the problem. In terms of the sometimes employed notation of
“Mie coefficients” given e.g. in Bohren and Huffman [126], we have t1` = −b` and
t2` = −a`.
The most common scenario where the term Mie theory is used is the scattering
of a plane wave by a sphere which will be discussed in the next section. However,
we note that these equations describe a sphere’s response to any field expressed in
this basis.
For instance, if a scattering problem consists of multiple spheres, one can ex-
press the total field exciting sphere i as the incident field plus the scattered field
from all other spheres. However, since the response of sphere i is expressed in
coordinates centered around the particle, such a problem requires translation of co-
ordinate systems. For translations and expressions of this type in the present basis,
see for example [128].
Another example is the response of a sphere to a focused laser beam. This was
used in Papers III and VI to calculate optical forces and the method will be discussed
in Chapter 5.
Plane wave scattering
For the special case of the illumination of the sphere by a plane wave, one needs to
find the expansion of a plane wave in terms of the basis functions ~ψτ`m. For com-
pleteness, these are given for a general plane wave in Appendix D, along with a few
convenient special cases. For the present case of the scattering by a spherical parti-
cle, it is enough to consider a circularly polarized plane wave propagating along the
z-axis, for which the a-coefficients are particularly convenient. We employ circular
polarization basis vectors
eˆ±1 =
xˆ∓ iyˆ√
2
, eˆ0 = zˆ , (2.11)
and an incident plane wave with an electric field
~Ei = E0eˆ+eikz . (2.12)
In this case, only m = −1 contributes (see Appendix D), and
a1`m = i`
√
2pi(2`+ 1)E0 δm,−1 , (2.13)
a2`m = −i`
√
2pi(2`+ 1)E0 δm,−1 . (2.14)
The power scattered by the sphere into the far field is given by (Appendix E)
Ws =
1
2kµ0µBω
∑
`m
|b1`m|2 + |b2`m|2 , (2.15)
and the scattering cross section can be obtained through normalization by the inci-
dent intensity. For a plane wave, the incident intensity (in W/m2), i.e. the magni-
tude of the Poynting vector, is given by (e.g. [43])
I =
crelε0εr
2
|E0|2 = ωε0εr
2k
|E0|2 , (2.16)
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where now k is the wavenumber in the medium. We find
σs =
Ws
Ii
=
1
k2|E0|2
∑
`m
|b1`m|2 + |b2`m|2 . (2.17)
If we insert the incident plane wave coefficients (Equations (2.13) and (2.14)) into
the expressions for the b-coefficients (Equations (2.7) and (2.8)), the cross section
becomes
σs =
2pi
k2
∑
`
(2`+ 1)
(
|t1`|2 + |t2`|2
)
, (2.18)
which is similar to the expressions found in Bohren and Huffman [126] and is prob-
ably the most suitable for numerical implementation, again keeping in mind that in
that notation t1` = −b` and t2` = −a`. Due to the spherical symmetry, this expres-
sion is valid for any incident polarization.
2.2 Interference and the Kerker conditions
As mentioned in Chapter 1, dielectric nanoparticles with high refractive index sup-
port Mie resonances of both electric and magnetic character in the visible and near
infra-red spectral range. Interference between these multipolar modes can give rise
to highly directional scattering [40, 45, 129].
To illustrate a couple of the most important effects of multipolar interference,
we now focus our attention to dipole excitations in a particle illuminated by a plane
wave. If we average the polarization of the incident wave, the differential scattering
cross section can be written as [123] (with some change in normalization)
dσ
dΩ
(θ) =
k4
(3pi)2|E0|2
[(
|αe|2 + |αm|2
)
(1 + cos2 θ) + 2Re{αeα∗m} cos θ
]
, (2.19)
where the dipole polarizabilities are assumed to be isotropic and define the dipole
moments with respect to the incident fields through ~p = ε0εrαe ~Ei and ~m = αm ~Hi.
It is clear that interference plays a crucial role in the directionality of the scattering.
Notice also that the scattering pattern is identical for pure electric and pure magnetic
dipoles. Thus, in order to figure out which type of multipole is present, one needs a
polarization sensitive measurement.
Looking specifically at scattering in the forward (θ = 0) and backward (θ = 180◦)
directions, we can rewrite Equation (2.19) to get
dσ
dΩ
F/B
=
k4
(3pi)2|E0|2 |αe ± αm|
2 , (2.20)
where the plus sign is for forward scattering and minus sign for backward scatter-
ing.
Backward scattering, first Kerker condition
From Equation (2.20) it is evident that the backward scattering is completely can-
celled when the electric and magnetic dipole response are exactly equal (αe = αm).
Note that the polarizabilities are complex quantities so both real and imaginary
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FIGURE 2.2: The first Kerker condition. (a) When an electric (red)
and a magnetic (blue) dipole are excited simultaneously (and are per-
pendicular), their interference gives rise to a complete cancellation
of backscattered radiation (purple). The black dashed lines show the
scattering patterns for circular (or averaged) polarization. (b) The
electric and magnetic polarizabilities for a sphere of radius a = 100
nm and refractive index n = 3.5 showing that the complex criterion
αe = αm can be fulfilled
parts have to match. This condition is known as the first Kerker condition, the
mechanism of which is visualized in Figure 2.2.
An electric dipole excited along the x-direction has the familiar far field scat-
tering pattern proportional to cos2 θ, shown in red in Figure 2.2(a). Importantly,
the electric field direction is symmetric in forward-backward as indicated by the
black arrows at the top and bottom of the diagram. In contrast, the far field from
a magnetic dipole along the y-direction (blue) has an anti-symmetric electric field
distribution in the far field. The superposition of these scattering patterns gives
rise to perfect constructive interference in the forward direction θ = 0◦ and perfect
destructive interference in the backward direction θ = 180◦. The scattering pat-
terns shown in black dashed curves in Figure 2.2(a) show the scattering patterns
one would obtain with circular polarization or unpolarized light (∝ 1 + cos2 θ as in
Equation (2.19)).
Figure 2.2(b) shows that this condition can be fulfilled for a subwavelength
sphere (a = 100 nm) with a refractive index n = 3.5, similar to silicon in the vis-
ible to near-infrared spectral range. It is quite remarkable that both the real and
imaginary parts of the polarizabilities cross at the same wavelength!
A photon that is scattered directly backwards (θ = 180◦) transfers the maximum
possible momentum to the particle (∆p = 2~k). Thus, intuitively, the backscattered
radiation should be highly correlated to radiation pressure. The first Kerker condi-
tion is investigated in the context of optical forces in plane waves and focused laser
beams in Paper III.
2.3. Multipole decompositions of scattered fields 19
Forward scattering, second Kerker condition
The name “first Kerker condition” implies the existence of a second. Indeed, one
might be tempted to try to cancel the forward scattering through αe +αm = 0. How-
ever, for passive materials, causality implies Im(αe/m) > 0 as for any response func-
tion. Thus, the imaginary parts of the two polarizabilities cannot add up to zero.
Another way to see that this is impossible is that the Optical Theorem relates
the total extinction cross section to the scattering in the forward direction, so its
cancellation has to imply that σs + σa = 0. Again, active materials can exhibit
σa < 0 (gain) so it could in principle be achieved in such a scenario.
However, for passive materials, the condition can be approximately fulfilled (at
the other crossing of Im(αe), and Im(αm), around λ = 670 nm in Figure 2.2(b)) and
the interested reader is referred to e.g. [123, 130].
2.3 Multipole decompositions of scattered fields
What is typically experimentally measured is the extinction (in for example trans-
mission through a metasurface or a colloidal solution) or the scattering (in e.g. a
microscope with dark-field illumination). These measurements give information
on the total response of the system. Similarly, the total scattering and absorption
response of a nanophotonic system can easily be obtained through electromagnetic
simulations such as FEM or FDTD (Chapter 3).
However, for the optimization of highly specific effects such as the directional
scattering and Kerker conditions discussed in Section 2.2, one might need to know
the precise nature of the resonances. This is especially important for high refractive
index dielectric particles, where there are many multipolar resonances excited and
they are not necessarily spectrally separated.
2.3.1 Using arbitrary external surface of integration
For an isolated particle in a homogeneous medium, it is possible to determine the
multipolar nature of the scattered field through knowledge of the electric and mag-
netic fields on a surface enclosing the particle. Typically, this surface is chosen to be
spherical [38, 127, 131] for convenience. In particular, choosing a spherical surface
only requires knowledge of the radial fields rˆ · ~E and rˆ · ~H .
However, in most electromagnetic simulation software, the fields are defined
on a Cartesian grid and it can be extremely cumbersome to extract the fields on
a spherical surface. Therefore, it can prove highly useful to be able to obtain the
scattering coefficients from the fields on an arbitrary surface.
This type of multipole decomposition was used in Paper IV to analyze the mul-
tipolar response of quasi porous silicon disks. In order to maximise the coupling to
local emitters/absorbers, the exact nature of the excited modes is important. These
considerations are further discussed in Chapter 6.
We will use the same basis functions, ~ψτ`m, for the electromagnetic fields as in
Section 2.1, the details of which are found in Appendix A. The total field outside the
particle has the same general form as Equation (2.1), namely
~E = ~Einc + ~Esc =
2∑
τ=1
∑
`m
aτ`m ~ψ
(j)
τ`m + bτ`m
~ψ
(h)
τ`m . (2.21)
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FIGURE 2.3: Multipole decomposition of external tangential fields
(a) A spherical particle with radius a = 100 nm and refractive in-
dex n = 3.5 is illuminated by a plane wave and the tangential fields
nˆ × ~E and nˆ × ~H are monitored on a box enclosing the sphere. (b)
The scattering efficiency decomposed into the spherical multipoles.
The black curve shows the sum of the partial scattering amplitudes
Q` while the grey dashed curve shows the total scattering from inte-
gration of the scattered field Poynting vector. (c), (d) The same as (a),
(b) but for a disk with R = 125 nm and h = 150 nm and n = 3.5
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Like in Mie theory, the objective is to find the scattering coefficients bτ`m. The
derivation (detailed in Appendix C) follows the procedure outlined in [125], and
the final result is
b1`m = (−1)mk2
∫
S
dS
[
−i~ψ (j)1`,−m · (nˆ× ~E) + Zr ~ψ (j)2`,−m · (nˆ× ~H)
]
, (2.22)
and
b2`m = (−1)mk2
∫
S
dS
[
−i~ψ (j)2`,−m · (nˆ× ~E) + Zr ~ψ (j)1`,−m · (nˆ× ~H)
]
, (2.23)
where k and Zr =
√
µ0µr/ε0εr are the wavenumber and impedance of the medium,
respectively.
We make the important note that one can rewrite these integrals on the form
bτ`m =
∫
S
d~S · ~F ,
where d~S = nˆdS and it can be shown (Appendix C) that∇· ~F = 0 in a region where
there are no sources. Since is ~F divergence free, the divergence theorem tells us that
we can reshape the integration surface freely, as long as the region between the new
surface and the original surface contains no sources. In particular, we can deform
the spherical surface into a box in Cartesian coordinates.
It can also be shown [132] that these expressions give the same result regardless
of whether ~E and ~H contain incident waves or not. This can potentially also be a
very useful property, since it is not guaranteed that an electromagnetic simulation
software supports a straightforward separation of the scattered field and the total
field. Even if it does, this guarantees that one can monitor the fields on the smallest
possible surface, i.e. just shy of touching the particle surface. Depending on the
simulation software and workflow, this can save computational resources such as
memory. In particular if the fields are saved to disk for post-processing, it saves disk
space.
An example of the application of this method is shown in Figure 2.3 for a spher-
ical particle (a = 100 nm and n = 3.5) simulated with FDTD (Chapter 3) as well as
a cylindrical particle (R = 125 nm, h = 150 nm and n = 3.5). Both are illuminated
with a plane wave from the top.
The tangential fields are monitored on a box enclosing the particle and are de-
composed into spherical multipoles according to Equations (2.22) and (2.23). The
partial wave scattering efficiencies due to the `th multipole can be found as
Qm` =
1
k2σg|E0|2
∑
m
|b1`m|2 , Qe` =
1
k2σg|E0|2
∑
m
|b2`m|2 , (2.24)
where σg is the geometric cross section of the particle (σg = pia2 for a sphere) and
|E0| is the strength of the incident field. These are calculated for the chosen particles
and shown in Figure 2.3(b),(d). The scattering efficiency from the multipole decom-
position is compared to total scattering efficiency computed from integration of the
Poynting vector of the scattered field, which is the most common way to calculate
the scattering cross section of a simulated particle (this technique will be further
discussed in Chapter 3).
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The two simulations were run with similar meshing dx = dy = dz ≈ 5 nm. The
results of the multipole decomposition are clearly better for the spherical particle.
The sharp corners of the disk gives rise to more rapid variations of the fields and it
is likely that the multipole decomposition is more sensitive to such variations than
the total Poynting vector.
2.3.2 Using internal source distributions
In certain cases, it is not straightforward to obtain the fields outside a particle, but
one has access to the electric fields or currents inside it. It can therefore be useful
to be able to compute the scattering coefficients based on the source distribution.
An example of this is in infinite arrays of particles where an approach similar to
the previous section would fail due to the presence of sources outside a surface
enclosing a unit cell.
A word of caution is in order before proceeding. Scattering coefficients that
are obtained from a multipole decomposition such as this still implicitly assume a
homogeneous Green’s function outside the particle, i.e. that there exists a spherical
surface enclosing the particle outside which there are no sources and the medium is
homogeneous. This is a necessity for the fields to be written in the form of Equation
(2.1). So in the case of an infinite array of particles or any complicated scattering
configuration, e.g. including a mirror or substrate one needs to know the Green’s
function of the surrounding in order to get accurate fields. Rather, a decomposition
like this answers the following question;
If this current distribution, ~J , were placed in a homogeneous medium, how
would it scatter and what multipole orders would that scattering contain?
The answer to this question can be useful in understanding a system since it
can give insight in to what multipolar modes of a particle get excited in a certain
scattering geometry.
Such multipole decompositions are possible and can be found in Jackson’s book
[127], expressed in terms of volume integrals involving the induced current density
~J(~r) = Jrrˆ + Jθθˆ + Jϕϕˆ = −iωε0(εr − 1) ~E(~r) . (2.25)
However, the expressions there contain spatial derivatives of the current distribu-
tion and can thus be impractical and cumbersome to implement. Fortunately, the
integrals can be recast using integration by parts to obtain [131]
b1`m = −ik2ZrO`m
∫
V
d3r e−imϕj`(kr)
(
ipi`m(θ)Jθ(~r ) + iτ`m(θ)Jϕ(~r )
)
, (2.26)
and
b2`m = ik2ZrO`m
∫
V
d3r e−imϕ
[(
ψ`(kr) + ψ
′′
` (kr)
)
Pm` (cos θ)Jr(~r )
+
ψ′`(kr)
kr
(
τ`m(θ)Jθ(~r )− ipi`m(θ)Jϕ(~r )
)]
, (2.27)
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where k, Zr are the wavenumber and impedance in the medium, ψ`(x) = xj`(x) is
a Riccati-Bessel function (Appendix A) and
O`m =
√
2`+ 1
4pi`(`+ 1)
(`−m)!
(`+m)!
, (2.28)
τ`m(θ) =
d
dθ
Pm` (cos θ) , (2.29)
pi`m(θ) =
m
sin θ
Pm` (cos θ) . (2.30)
This type of multipole decomposition was used in Paper V to understand which
multipoles get excited and enhanced in a periodic metasurface-on-a-mirror geome-
try intended for solar harvesting.
2.4 Cartesian multipole moments and toroidal moments
Up until this point, the multipole decompositions discussed have been in spheri-
cal coordinates. However, any source current distribution can also be expanded in
Cartesian multipole coefficients [133]. In certain contexts, it is natural to think in
terms of Cartesian multipole moments. Examples include molecules or quantum
dots with a transition dipole moment or very small particles interacting with light.
They will have their dipole moments along a certain axis in space.
For “optically very small” particles (a  λ/np), the interaction with incident
light is completely dominated by an electric dipole response (b21m is essentially the
only non-zero scattering coefficient). Moreover, in this regime, the expressions for
this coefficient allow some approximations since the Bessel and Hankel functions
that enter in Equation (2.8) or Equations (2.26) and (2.27) have useful series expres-
sions in this limit (both x 1 and Mx 1). These two approximations are impor-
tant to distinguish and are thus summarized and enumerated below,
(i) The only relevant multipole moment excited is electric dipole, b21m.
(ii) The Bessel and Hankel functions can be approximated to low orders in kr.
These long wavelength approximations of the response can provide more physical
insight, provided that they are valid. One essentially replaces the particle with a
point electric dipole with a polarizability, αe. For these small particles, the cross
sections and scattered electric fields are typically defined in terms of the electric
dipole moment ~p = ε0εrαe ~Einc, which can be calculated as [127, 133]
~psmall =
i
ω
∫
V
~J(~r) d3r . (2.31)
where the induced current density is ~J(~r) = −iωε0(εr − 1) ~E(~r).
However, when the particle is no longer “optically very small”, the assumption
(ii) above starts to worsen and one needs to take into account that the fields vary
across the volume of the particle (retardation). One can rephrase the scattering co-
efficient in Equation (2.27) for ` = 1 in terms of an electric dipole moment (compare
e.g. to Equation (2.3)). If one also changes to Cartesian coordinates, one obtains the
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following exact Cartesian dipole moment [134]
~pexact =
i
ω
∫
V
d3r ~J(~r )j0(kr) +
k2
2
[
3(~r · ~J(~r ))~r − r2 ~J(~r )
] j2(kr)
(kr)2
. (2.32)
However, regarding this, various authors have different terminology and it can
potentially become confusing. Certain authors [133] and potentially [135] and [136]
would call the dipole moment in Equation (2.31) the Cartesian dipole moment.
The term that is missing from Equation (2.31) is instead introduced as the electric
dipole member of a new family of multipoles called Toroidal multipoles. The name
toroidal stems from the current distribution of the toroidal dipole having the shape
of currents flowing along the minor (poloidal) loops of a torus.
Other authors [134] (and myself included) would call (2.31) a long wavelength
approximation of the electric dipole moment. In fact, for very small particles, as-
sumption (ii) means that j0 ∼ 1 and j2 ∼ 0 [126, 134] and Equation (2.32) reduces to
Equation (2.31).
The essential part of this dichotomy is that the electric dipole and the toroidal
dipole have identical radiation patterns since they are part of the same spherical
scattering coefficient.
Anapoles
Something that arises naturally if one thinks in terms of two different current distri-
butions, electric dipole and toroidal dipole, is the possibility of a non-zero current
distribution with zero radiation. Introducing, in analogy with [133, 136], the multi-
pole moments
~pc =
i
ω
∫
V
d3r ~J(~r ) , (2.33)
and
~Tc =
k
10ω
∫
V
d3r
[
(~r · ~J(~r ))~r − 2r2 ~J(~r )
]
, (2.34)
the total scattering with an electric dipole radiation pattern is
Qsca =
k4
6piε20ε
2
r
|~pc + ik~Tc|2 , (2.35)
and it is clear that when the electric dipole moment and electric toroidal moment
are out of phase and fulfil ~pc = −ik~Tc, the scattered far field vanishes. This is called
an anapole [133] and has attracted a lot of recent attention. The reason is that cur-
rent distributions similar to anapoles can be excited in subwavelength disks of high
refractive index [133]. While the far-field scattering is suppressed, the current distri-
bution is non-zero and thus the internal field enhancement is large. This large field
enhancement has recently been shown experimentally using Raman spectroscopy
[137] and could potentially be utilized by opening a hole in the resonant nanoparti-
cle [76].
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Finite-difference time-domain
(FDTD) simulations
3.1 Method
The finite-difference time-domain method is a powerful technique which allows for
the numerical solution of electromagnetic problems. It was introduced by Yee in
1966 [138], and a testament to its power and applicability is that this seminal paper
has been cited over 10,000† times (as of March 2019).
The method is based on discretization of the time-dependent Maxwell equations
in space and time. Knowledge of an initial boundary value (e.g. incident Electric
field) allows for iteration in time with steps of δt and updating the interdependent
electric and magnetic field values (see Section 3.1.1 below for an example in one
dimension). This scheme is repeated until the simulation time t has reached some
maximum time tmax or until a desired steady state has been reached in the electro-
magnetic fields (Section 3.2.4).
Importantly, Yee suggested a unique discretization scheme that improves the
numerical stability. It is based on defining the E and H fields on separate lattices,
displaced by half a spatial step. In other words, every electric field point is defined
half-way between two magnetic fields points and vice-versa [138]. Moreover, the
same technique was suggested for the time steps, i.e. that E is defined at times
t = mδt while H is defined at times t = (m + 1/2)δt, where m is an integer. This
method of constructing the spatial and temporal grids has proven to give improved
numerical stability and accuracy and is at the core of most FDTD implementations
[139–142].
In the work presented in this thesis, the commercially available software FDTD
SOLUTIONS (Lumerical Inc., Canada) has been used for simulation of optical prop-
erties of nanostructures with high refractive index. As a result, some of the discus-
sion in this chapter is centered around this specific software implementation and
references will be made to certain settings therein.
In the software, the time-dependent Maxwell equations are solved in a simu-
lation region in which scatterers are defined as geometrical objects with a certain
dielectric function. At the edge of the simulation region, a set of boundary condi-
tions are employed, typically either periodic or absorbing. The absorbing boundary
conditions are meant to simulate a situation where the outgoing fields propagate to
infinity and stop interacting with the scatterers. Different boundary conditions are
discussed in Section 3.2.3.
The source field is defined in the software in terms of a temporal pulse of a
certain shape and finite width. In the frequency domain, this corresponds to an
†According to Scopus. Google Scholar has close to 17,000 registered citations.
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incident field containing a range of frequencies. By properly designing the incident
pulse, the system response can thus be made available at a spectrum of frequencies.
Various implementations of the method other than FDTD SOLUTIONS naturally
exist. Of particular note is the free and open source software package MEEP, which
originated from MIT [139].
Many books have been written about the method and relevant material can be
found by the curious reader [142, 143]. An informative discussion about the method
and its implementation can be found in the course notes and recorded lectures from
the Computational Electromagnetics course at the University of Texas at El Paso
[140].
Although this thesis and appended papers deal with all-dielectric nanostruc-
tures, numerous simulations involving metallic nanoparticles with plasmonic re-
sponse have also been conducted during the thesis period.
3.1.1 Example in 1D
As an illustrative example, we consider a case with a number of simplifying as-
sumptions:
1. Linear and isotropic media, ~D = ε0εr ~E.
2. Non-magnetic media, µr = 1.
3. The spatial variation of the optical properties is constrained to one spatial di-
mension (z).
4. We deal with dispersionless and lossless media, and thus assume a time-
independent real permittivity εr and ~J = 0.
5. We require that the fields propagate only along z, and Ez = Hz = 0.
Note that none of these are constraints of the FDTD method in general, just of the
chosen example. The method is routinely employed in cases where some or all of
these assumptions are broken. In fact, for the majority of the work in this thesis,
only assumptions 1. and 2. are fulfilled.
The 3D Maxwell equations involving the curl take the following form in this
simplified situation [127],
∇× ~E = − µ0∂
~H
∂t
, (3.1)
∇× ~H = ∂(ε0εr
~E)
∂t
. (3.2)
The optical properties of the medium are encoded in the relative permittivity εr. If
one writes the above equations in component form, the constraint that Ez = Hz = 0
has the effect that the equations decouple into two polarizations. The pairs Ex, Hy
and Ey, Hx are not interdependent and they have identical wave-equations.
We can therefore focus on 1D y-polarized waves which leaves us with the fol-
lowing equations
∂Ey
∂z
=µ0
∂Hx
∂t
, (3.3)
∂Hx
∂z
= ε0εr
∂Ey
∂t
, (3.4)
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where we have used the assumption that εr does not vary with time. We now dis-
cretize these equations in space and time, with step size δz and δt. We introduce
a Yee grid [138], so that the electric field is defined at points nδz and at times mδt,
while the magnetic field is defined at points (n + 1/2)δz and at times (m + 1/2)δt,
where m and n are integers. We drop the x and y subscripts on the fields and in-
stead introduce the notation
Emn = Ey
(
z = nδz; t = mδt
)
,
H
m+1/2
n+1/2 = Hx
(
z = (n+ 1/2)δz; t = (m+ 1/2)δt
)
, (3.5)
such that the subscripts denote spatial (z) position and the superscripts denote tem-
poral position. Approximating the derivatives in Equations (3.3) and (3.4) with fi-
nite differences results in
Emn+1 − Emn
δz
=µ0
H
m+1/2
n+1/2 −H
m−1/2
n+1/2
δt
, (3.6)
H
m+1/2
n+1/2 −H
m+1/2
n−1/2
δz
= ε0εr,n
Em+1n − Emn
δt
. (3.7)
From these finite differences, one can see the strength of the staggered Yee grid.
For example, since the spatial derivative in the left hand side of Equation (3.6) uses
the electric fields at spatial points n and n+1 it makes sense for the magnetic fields in
the right hand side to be defined exactly in the middle of these two points – namely
at n + 1/2. The same principle is holds for the time derivatives and is mirrored in
Equation (3.7).
In order to iterate these equations in time, they are rewritten so that the fields at
the next time-step are expressed in terms of those at earlier times. This yields the
following temporal update scheme,
H
m+1/2
n+1/2 =H
m−1/2
n+1/2 +
δt
µ0δz
(
Emn+1 − Emn
)
, (3.8)
Em+1n =E
m
n +
δt
ε0εr,nδz
(
H
m+1/2
n+1/2 −H
m+1/2
n−1/2
)
, (3.9)
where the spatially varying optical properties are now encoded in εr,n. For this
example, we chose 30 spatial points per vacuum wavelength and 30 temporal points
per vacuum period, i.e. δz = λ0/30 and δt = T/30 = δz/c0.
The above 1D model was implemented using an incident field with a vacuum
wavelength of λ0 = 633 nm. We also chose to use a smooth temporal envelope to
avoid components of very high frequency. We first look at a pulse with a Gaussian
envelope propagating in vacuum (Figure 3.1(a)). The black line shows the electric
field distribution along z at t = 0.05 ps while the red line is approximately 0.1 ps
later. The distance in space ∆z and in time ∆t between the peaks of the pulse can
give a measure of the propagation speed (note that ∆z and ∆t are not the sampling
distances here). We extract
v =
∆z
∆t
=
29.98µm
0.1 ps
≈ c0 , (3.10)
which is comforting.
As a second example, we introduce a vacuum-glass interface at z = 15µm. Fig-
ure 3.1(b) shows a pulse with λ0 = 850 nm in black at a time before it has reached
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FIGURE 3.1: One-dimensional FDTD Example (a) A Gaussian pulse
propagating in vacuum. The black line shows the E-field at t = 0.05
ps and the red line corresponds to the field at a time 0.1 ps later.
In that time, the pulse has propagated a distance ∆z. (b) A pulse
incident on an interface between air and glass. The black line shows
the pulse before it arrives at the interface and the red line shows the
reflected and transmitted pulses at a later time.
the interface. The red curve shows the pulse a time after it has been divided into a
reflected and a transmitted pulse. A few things can be surmised from Figure 3.1(b),
which illustrate and summarize the physics involved at flat interfaces quite neatly.
• The magnitudes of reflection and transmission can be estimated from the peak
values of the electric field in the reflected and transmitted pulses.
• The different light wavelengths in vacuum (λ0 = 850 nm) and in glass (λ =
λ0/nt) can be estimated from the distance between peaks in the wave packets.
• The different speed of propagation in vacuum and glass can be estimated from
the difference in the distance that the reflected and transmitted pulses have
traversed in the same time (∆zi ≈ 7.5µm in vacuum and ∆zt ≈ 5µm in
glass).
3.2 Simulation set-up
3.2.1 Material parameters
One of the most important limiting assumptions in our 1D example above is that
the media were assumed to be dispersionless and lossless. All frequencies in the
wave-packet propagated with the same speed and there was no attenuation.
However, at optical frequencies in particular, there is often significant material
dispersion and loss and the optical properties are characterized by a frequency de-
pendent and complex permittivity ε(ω). This frequency dependence arises from a
resonant response wherein the D-field at a time t can depend on the electric field
E at earlier times t − τ . In other words, a temporally non-local material response.
These memory effects somehow need to be implemented in the method, since with-
out modification, an FDTD algorithm such as the 1D example above is completely
local in time. There are multiple ways to implement this temporal dependence.
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Without going in to detail (see e.g. [142] for detailed discussion), a pair of exam-
ples are to include an approximation of the convolution involved in calculating the
D-field (PLRC-FDTD) or by introducing an auxiliary current that gets updated con-
currently with the E-field (ADE-FDTD). Moreover, the material response has to be
causal (it cannot respond to a pulse before it has arrived), which puts constraints on
the possible forms of ε(ω). Specifically, it has to fulfill the Kramers-Kronig relations
[127].
These facts have the important consequence that any experimentally measured
data for wavelength dependent permittivity cannot be directly imported as it would
be in a frequency domain method. Instead, it has to be modelled with causal func-
tions.
Examples of such functions are Drude, Lorentz and Debye [141, 142], all of
which are available as material options in FDTD SOLUTIONS.
However, since the sum of causal functions is also causal, what is typically done
is to select a few suitable functions and fit the parameters to experimental permit-
tivity data in a certain wavelength range. It is of course important to keep track
of this fitting and make sure that it gives the desired results for the wavelengths of
interest. One example encountered during this thesis work where this is of particu-
lar importance is for the material parameters of crystalline silicon at energies close
to the band-gap (corresponding to λ >∼1000 nm). The optical absorption in this
region is so low that small changes in the fitting of Im(ε) can have large effects.
3.2.2 Meshing
The choice of δt and δx, δy, δz is not a trivial matter and extensive studies have been
conducted on choosing these optimally and there are requirements for numerical
stability that connect δt to the spatial step sizes [138].
The choices depend greatly on the system and the phase velocities that are ex-
pected to arise. For example, the wavelength of light in a high refractive index
material is shorter, so a denser spatial mesh is needed to maintain the same num-
ber of mesh points per wavelength. Additionally, in regions where the fields vary
rapidly, for example near interfaces involving metals, a denser mesh is needed. One
should thus be careful to give numbers as guides for selecting the mesh, and instead
encourage convergence testing for each case.
In FDTD SOLUTIONS, the temporal step-size is mostly automatically selected
based on the pulse characteristics and spatial mesh size. There is a “mesh accuracy”
setting which will attempt to mesh the simulation region based on the optical prop-
erties of the different regions. It will for example select a denser mesh for regions
with a higher refractive index. However, in many cases, it can be necessary to over-
ride this automatic meshing and select even finer meshes for certain regions. For
example, in the quasi-porous silicon nanodisks studied in Paper IV, dipole sources
were placed in holes in the disks. The holes had radii r that are ∼100 times smaller
than the wavelength and the near-fields were extremely important for the analysis.
3.2.3 Boundary conditions
PEC
If we had run the simulations in the above 1D example for longer times than what
Figure 3.1 depicts, the pulses would be perfectly reflected off either side of the sim-
ulation region. This is due to the boundary imposing that the electric fields vanish.
Physically, this would correspond to an interface where free charges perfectly screen
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the electric field, preventing it from penetrating. This is why this boundary condi-
tion has earned the name Perfect Electric Conductor (PEC).
PEC boundary conditions are easy to implement and understand and they can
sometimes be useful to describe a physical system. For example, in the microwave
regime, a PEC boundary corresponds to where the system is terminated to ground.
At optical frequencies, the realm of this thesis, the closest analogy to a PEC is a
metallic mirror. However, since a PEC boundary is lossless, care must be taken de-
pending on the wavelength range and application one wishes to simulate since the
losses in the metal can be significant. Additionally, if there are evanescent field com-
ponents close to the mirror, surface waves (SPPs) can be launched at the boundary;
something a PEC boundary condition will not capture.
Absorbing boundary conditions (PML)
The simulations performed in this thesis are closely tied to various experimental
illumination conditions and measurement techniques. For example, dark-field scat-
tering spectra or transmission and reflection from a metasurface. In all these cases,
the incident light interacts with the scatterer and then propagates away to the far-
field. Since the simulation region is finite, we need a boundary condition that does
not reflect any waves. As was discussed in the previous section, simply forcing the
fields to vanish at the interface will perfectly reflect the fields. What is instead done
is to introduce absorbing boundary conditions, a specific implementation of which
is a Perfectly Matched Layer (PML). A layer is introduced that absorbs the fields
through fictitious material properties, whose parameters are chosen to attenuate
electromagnetic energy. In order to minimize reflections, these material parameters
are gradually ramped up spatially to give an adiabatic impedance matching [140].
This impedance matching is where the name perfectly matched layer stems from.
Periodic
If the system under study is periodic in some direction, the entire system response
can be obtained by only simulating one unit cell. Importantly, periodic boundary
conditions imply that both the structure and the electromagnetic fields are periodic.
For instance, periodic boundary conditions are not suitable to describe a periodic
lattice excited by a single dipole. Placing a dipole source somewhere in a simulation
region with periodic boundary conditions will simulate a system with one dipole
source per unit cell.
Moreover, care should be taken when the periodicity of the structure is compa-
rable to some wavelength contained in the pulse. This can lead to the excitation
of lattice modes (Bragg modes) that may be long-lived and increase the simulation
time.
Symmetric and anti-symmetric
If the system has a mirror symmetry with respect to some plane, the computa-
tional resources can be significantly reduced since the simulation can be cut in half
through the use of symmetric or anti-symmetric boundary conditions. For two mir-
ror planes, the computational domain can be cut in four (Figure 3.2(a)). Note that
it is not enough that the structure is mirror-symmetric, the illumination also has to
be. If, for example the illumination is oblique, this breaks the mirror symmetry in
the fields, although not necessarily in every direction (see example in Figure 3.2(b)).
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FIGURE 3.2: Sketch of symmetric and anti-symmetric boundary
conditions (a) A cylindrically symmetric structure is illuminated
from the top with E polarized along x. Both the structure and the
fields have mirror symmetries in x and y, allowing two symmetry
planes. (b) Oblique illumination breaks the mirror symmetry of the
electric field in the x direction and only one symmetry plane can be
used.
The names symmetric and anti-symmetric refer to the properties of the electric
field on either side of the boundary, and the opposite behaviour is imposed on the
magnetic field.
The FDTD method can be defined in curvilinear coordinates [142]. For example,
cylindrical coordinates have been implemented in MEEP [139], but not FDTD SOLU-
TIONS. A cylindrically symmetric 3D problem can thus be reduced to a 2D problem
which implies a huge resource save.
3.2.4 Termination criteria
An FDTD simulation is propagated forwards in time, either to some maximum time
tmax which is chosen in the simulation set-up, or until some desired steady state
has been reached in the electromagnetic fields. For a continuous excitation (e.g.
sinusoidal), the system will respond to the onset of the incident field. In this case,
the steady state corresponds to when all transient system behaviour has ceased.
More common, at least in the work in this thesis, is for the incident field to be
a pulse of a limited temporal width. The system response is then calculated both
during the pulse propagation and in its wake. In this case, as will be discussed be-
low, the boundary conditions are usually absorbing in at least one spatial direction
and the desired steady-state corresponds to when the electromagnetic energy, U ,
contained in fields has reduced to below a certain threshold. This attenuation can
either be achieved through absorption in the materials or through energy “leaving
the simulation region” through absorption by the PML boundary conditions. Typ-
ical choices for this criterion that have been found to work well are U/Uinc = 10−5
or 10−6, where Uinc is the injected electromagnetic energy.
If the criterion for termination is that the fields have been attenuated below a
certain threshold, the simulation time can be greatly affected by the eigenmodes
of the system. If an eigenmode with a high lifetime is excited, the response of the
system will live long after the exciting pulse has passed. This fact directly trans-
lates to longer simulation times. Examples of long-lived modes include high order
multipolar Mie resonances in dielectric nanoparticles or Bragg modes in periodic
metasurfaces.
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3.3 Analysis
As a consequence of how the FDTD method is formulated, the electric and magnetic
fields have to be calculated in each spatial mesh element at each time-step. Thus, at
the end of a simulation, the electric and magnetic fields are available as a function
of time and their Fourier transforms contain the frequency dependent response.
3.3.1 Absorption and scattering
Scattering and absorption spectra convey very important information about a nanopar-
ticle, such as the spectral location various resonances and the strength of their cou-
pling to the incident wave. Therefore, these spectra are two of the most important
quantities to study in the context of nanophotonics research.
One of the most common examples simulated in this thesis work is a nanopar-
ticle of a certain geometrical shape illuminated by a plane wave either in free space
or in the presence of a lossless substrate. In this scenario, it is possible to construct
a closed surface S enclosing the particle. The net rate of electromagnetic energy
crossing the surface is given by [126]
W =
∫
S
dA ~S · nˆ , (3.11)
where nˆ is an outward normal vector to the surface and
~S =
1
2
Re
{
~E × ~H∗} , (3.12)
is the time-averaged Poynting vector. Here, ~E and ~H are the fields in the frequency
domain obtained through Fourier transforming the temporal fields in the FDTD
simulation. They are expressed in phasor notation (harmonic time-dependence)
and are thus complex.
In order to separate absorption and scattering, one can divide the simulation
region into two distinct parts (Figure 3.3). A central part (region I) containing the
scatterer where ~E and ~H are the total fields, namely ~EI = ~Einc + ~Escat and anal-
ogously for the magnetic fields. In the outer part (region II), the incident wave is
subtracted, leaving only the scattered fields so that ~EII = ~Escat.
In FDTD SOLUTIONS, this delineation is accomplished through defining the
plane wave source as a “Total-Field Scattered-Field” (TFSF) source, the boundary
of which is indicated as the dashed line in Figure 3.3(a).
To calculate the scattering, we place a closed surface SII in the scattered field
region. Since the only fields that exist in this region are the scattered fields, any
net power flow through this surface will correspond to the power scattered into the
far-field. Thus,
Wscat =
∫
SII
dA ~SII · nˆ . (3.13)
In order to understand how to calculate absorption in this way, it might be helpful
to assume first that the particle is lossless. In this case, there can be no net energy
flow through a closed surface SI placed in region I, since both the incident wave
and the scattered wave are defined here. Loosely speaking, any energy carried into
the volume by the incident wave will either exit as scattering or not interact with it.
For a particle with non-zero losses, any net energy flow across the surface will thus
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be directed inward, and be equal to the absorbed power (Poynting’s theorem [127]).
We have
Wabs = −
∫
SI
dA ~SI · nˆ . (3.14)
Note that this method of calculating absorption is applicable to any simulated sys-
tem with any illumination conditions† since the fields that are typically monitored
are the total fields. This specific construction with the two regions enables the cal-
culation of scattering.
For the specific case of plane wave illumination, one obtains the scattering cross
sections by normalizing by the incident intensity,
σabs =
Wabs
Iinc
, σscat =
Wscat
Iinc
, (3.15)
where Iinc is the magnitude of the incident Poynting vector in units W/m2 (Equa-
tion (2.16)).
This method of calculating the scattering and absorption was used frequently in
the work that this thesis is based on, since this work is closely tied to various optical
experiments. In particular, the scattering cross section is a good way to compare to a
dark-field scattering spectrum. On the other hand, a measurement of transmission
through a metasurface can be well described by the extinction σext = σscat + σabs
which can easily be obtained with this method.
In Paper I, the method was used to simulate the extinction of the silicon nanopil-
lars in order to understand their optical response.
In Paper II, the extinction was calculated for two orthogonal circular polariza-
tions and used to simulate the circular dichroism exhibited by the silicon nano-
crescents.
In Paper IV, the scattering cross section obtained through this method was used
to characterize the quasi-porous silicon nanodisks. It also served as a comparison
to the total scattering obtained from the multipole decompositions of the scattered
fields (see Chapter 2, and specifically Section 2.3).
In Paper V, this method was used to calculate the absorption in the hydro-
genated amorphous silicon nanopillars that were periodically spaced. This illus-
trates the point made above, that the method of calculating absorption extends be-
yond simple geometries.
3.3.2 Near fields
Scattering and absorption can provide condensed spectral information on the re-
sponse of a system. However, in order to understand the precise nature of the re-
sponse, it can sometimes be necessary to look at the near-fields in and around the
structure. These can be accessed as a function of frequency and space at the end of
an FDTD simulation. In principle, all optical properties can be calculated in post-
processing if all electromagnetic fields are saved. However, this requires storage of
complex electric and magnetic field vectors (6 numbers each) saved in three spatial
dimensions and in frequency. For fine spatial meshing and dense spectral sampling,
†The absorbed power can always be obtained this way. However, what one is typically interested
in is the fraction of the incident power that has been absorbed. This is straightforward for a plane
wave, but for e.g. a dipole source in the near field, this normalization can become tricky.
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FIGURE 3.3: Sketch of the Total Field-Scattered Field (TFSF) setup
The simulation region is divided into two parts, a total field and a
scattered field region. (a) Magnitude of the electric field at a cer-
tain wavelength in both regions. (b) We place two closed surfaces of
integration, SI and SII, in the total field and scattered field regions,
respectively.
this naturally leads to prohibitively large memory and/or disk space requirements.
It is therefore important to be selective and save only the fields one actually needs.
The extraction and analysis of near-fields was also used extensively throughout
the thesis period.
In Paper I, the internal 3D fields of the silicon nanopillars was used to calculate
the electric and magnetic dipole moments and extract the polarizabilities. These
polarizabilities were then used in the Island-film model (Chapter 4) to simulate the
reflection from the metasurface.
In Paper II, the near fields were extracted and the instantaneous direction of the
electric field lines was used to interpret the circular dichroism, namely the different
scattering response for two orthogonal circular polarizations.
In Paper IV, FDTD was used to simulate the quasi-porous silicon disks. The
available electromagnetic energy density was calculated from the internal 3D elec-
tric and magnetic fields in the pores. Moreover, the fields were monitored on the
two-dimensional box surrounding the silicon particle and we used a method for
performing a multipole decomposition of the scattered fields regardless of if this
box was placed in a total field or a scattered field region (see Section 2.3 for a de-
scription of this method).
Although not included in the appended papers, the electromagnetic fields on
a closed surface obtained through FDTD have frequently been used to calculate
optical forces and torques through the use of the Maxwell stress tensor (Chapter 5)
as part of other projects during the thesis period.
3.4 Strengths and weaknesses of FDTD
A few things are worth noting about FDTD that stand in contrast to other methods
typically used, and a few of them summarize some of the points made previously
in the chapter.
+ FDTD is an intuitive method that relies on the direct solution of the Maxwell
equations. It is very general and can be applied to all manner of geometries.
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+ Since it is a time-domain method, injection of a broadband pulse makes the
optical response for a spectrum of frequencies available from a single simu-
lation through Fourier transforms. The broadband response of nanoparticles
and metasurfaces is often of interest, making this a very useful property.
- If the desired end result is the frequency domain response, the dielectric func-
tions cannot be directly imported from tabulated, experimental values in the
frequency domain. These need to be fitted using a combination of functions
(for example Drude or Lorentzian functions). The dielectric functions need to
fulfil the Kramers-Kronig relations (causality) [127]. However, a combination
of these functions can most often be fitted to experimental data in the spectral
region of interest.
- It is not straightforward to simulate oblique plane wave incidence when the
translational symmetry in the z-direction is broken by a substrate. This is
because a plane wave source injects fields that have a constant in plane wave-
vector ~k‖ at all frequencies [141]. Since ω and k are related, this results in
a frequency dependent incidence angle. This can be solved by performing
several simulations for different angles of incidence.
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Island-film theory
The Maxwell equations impose certain constraints on the electric and magnetic
fields at either side of the boundary between two different media. Applying vector
calculus theorems allows one to identify these boundary conditions [127]. In the
absence of any free charges and currents, these boundary conditions state that the
tangential components of the E-field and H-field have to be continuous across the
boundary. When a plane wave is incident on a flat interface, the boundary condition
equations can be solved to yield the standard Fresnel coefficients for light reflection
and refraction found in any Optics textbook (e.g. [43, 126, 127]).
However, if there exist idealized surface excess currents or a surface charge den-
sity precisely at the interface, the fields become discontinuous and the discontinuity
is proportional to these source densities [127].
A typical metasurface is an array of nanoparticles patterned on top of such a
boundary between dielectric media (typically air and glass). If the nanoparticles
are small, one can model the the metasurface layer as an infinitesimally thin film
of polarizable islands [144] and phrase their presence in terms of idealized surface
excess quantities. This modifies the field boundary conditions, and solving those
allows one to obtain new Fresnel coefficients that include contributions from the
nanoparticle inclusions.
This model has been applied to model the optical response of thin layers of plas-
monic particles [145–147] and a numerical implementation can be found in [148].
The above works only consider that the particles have an electric polarizability.
Thus, those models are insufficient for high refractive index nanoparticles where
also the magnetic dipole polarizability is significant. Here, we develop an extension
of those models to also include magnetic excitations.
Paper I deals with a metasurface of silicon nanopillars placed on top of a glass
substrate and illuminated from the glass side at high angles. This extended island
film model was used to express the reflection from this metasurface and it proved
to be a useful analytical tool for predicting the perfect absorption phenomenon.
4.1 Modified Fresnel coefficients for magnetic response
We divide space into two regions with refractive index n1 and n2, respectively. If
we allow for idealized surface excess quantities at the interface, the boundary con-
ditions we will use for the field components tangential to the interface are [126, 148]
zˆ × ( ~E2 − ~E1) = µ0∂ ~M s‖
∂t
, (4.1)
zˆ × ( ~H2 − ~H1) = −∂ ~P s‖
∂t
, (4.2)
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where we have chosen zˆ as a normal vector to the interface directed into medium
1. The quantities ~M s‖ and ~P
s
‖ are surface magnetizations and surface polarizations.
Note that we have chosen only to include in-plane polarization and magnetization.
The choice to neglect the out-of-plane (z) components is definitely justified in the
case of metasurfaces with very thin particles, such as plasmonic nanodisks studied
in previous works [146, 149]. For the case of the thicker silicon nanopillars studied
in Paper I, this approximation is less justified and a model including them would
be preferable in terms of accuracy. However, it turns out that the response is dom-
inated by the in-plane polarizabilities and the experiments performed are well de-
scribed by this model despite the omission of the z-components.
It should be noted that there is no inherent difficulty to include also the out-of-
plane response. In fact, such expressions are available for the case of only electric
dipole response [144, 148]. However, including out-of-plane in addition to magnetic
response would yield significantly more complicated expressions. In order to be
able to draw somewhat transparent analytical conclusions, we therefore chose to
restrict the analysis to in-plane dipoles.
Each nanoparticle in the metasurface has dipole polarizabilities defined such
that its electric and magnetic dipole moments are
~p = ε0α~
~
e · ~Eexc , (4.3)
~m = α~
~
m · ~Hexc . (4.4)
where ~Eexc and ~Hexc are the electric and magnetic fields exciting the particle, respec-
tively. We introduce a particle surface density ρ (units m−2) such that the surface
polarization (dipole moment per unit area) and surface magnetization can be writ-
ten
~P s‖ = ε0ρα
‖
e
~E
‖
exc , (4.5)
~M s‖ = ρα
‖
m
~H
‖
exc , (4.6)
where we assumed that the nanoparticles are isotropic in-plane (cylindrically sym-
metric) so that the in-plane polarizability tensor is scalar.
It should be noted that if a single-particle polarizability is used in Equations
(4.5) and (4.6), any inter-particle coupling is neglected. It is simply assumed that
the metasurface response is a density averaged single-particle response. The meta-
surfaces in Paper I were made using colloidal lithography, which means that the
particles have a well-defined nearest neighbour distance (set by the bead size in
fabrication) while they lack any long-range order such as periodicity. The fabri-
cated samples were sufficiently sparse so that nearest neighbour interactions were
small and the no-coupling approximation was justified.
However, inter-particle coupling can easily be taken into account here by intro-
ducing an effective polarizability by either experimental fitting [146] or by using
lattice sums and dipole-dipole coupling in the case of periodic arrays [150].
Note also that Equations (4.5) and (4.6) play the role of constitutive relations in
this system, and in this step one could introduce magneto-electric coupling. The
framework could therefore be adapted to model e.g. chiral metasurfaces.
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FIGURE 4.1: Direction of electric and magnetic fields The chosen
convention for the direction of the electric and magnetic fields for
(a) s-polarized and (b) p-polarized incidence. As usual, ⊗ depicts an
arrow pointing away from the viewer, into the page.
With the present choices regarding the surface polarization and magnetization,
the boundary conditions in Equations (4.1) and (4.2) become
zˆ × ( ~E2 − ~E1) = −iωµ0ρα‖m ~H‖exc , (4.7)
zˆ × ( ~H2 − ~H1) = iωε0ρα‖e ~E‖exc , (4.8)
where we have assumed a harmonic time-dependence such that ∂/∂t→ −iω.
We now consider a plane wave impinging on the interface from medium 1 so
that
~Einc = ~E
ie−ip1z , (4.9)
~Hinc = ~H
ie−ip1z , (4.10)
with analogous expressions for the reflected and transmitted fields. Here, p1 is the z-
component of the wavenumber in medium 1, i.e. p1 = k1 cos θi = n1k0 cos θi. When
discussing plane wave reflection and refraction at a flat interface, it is customary [43,
127] to express the polarization in a basis of s (TE) and p (TM). There are different
ways to choose the direction of the unit vectors as long as E,H, k forms a right
handed triad in that order. The chosen convention for the direction of the electric
and magnetic fields is shown in Figure 4.1, where for example
~Ei(s) = Eiyˆ , ~Ei(p) = −Ei(cos θixˆ+ sin θizˆ) . (4.11)
Precisely at the interface, z = 0, all fields are in phase and we have ~E1 = ~Einc +
~Eref = ~E
i+ ~Er and ~E2 = ~Etr = ~Et and analogously for the ~H-fields. Since the electric
and magnetic fields are discontinuous across the infinitesimally thin interface, a
reasonable choice for the parallel part of the exciting fields is the mean value of
the fields in either medium. The boundary conditions in Equations (4.7) and (4.8)
become
zˆ ×
[
~Et − ( ~Ei + ~Er)
]
=
−iωµ0ρα‖m
2
(
~H i‖ + ~H
r
‖ + ~H
t
‖
)
, (4.12)
zˆ ×
[
~Ht − ( ~H i + ~Hr)
]
=
iωε0ρα
‖
e
2
(
~Ei‖ + ~E
r
‖ + ~E
t
‖) . (4.13)
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We can now proceed to solve these boundary conditions to obtain reflection and
transmission coefficients for s-polarized (TE) and p-polarized (TM) incidence sepa-
rately. For each case, the boundary conditions each yield one equation. In analogy
with regular reflection, refraction and transmission, we introduce Fresnel coeffi-
cients rs = Er/Ei and ts = Et/Ei and analogously for p-polarization.
The solution to the boundary condition equations results in the following ex-
pressions for these modified reflection and transmission coefficients
rs =
(n1 cos θi − n2 cos θt)
(
1− k20ρ2α
‖
eα
‖
m
4
)
− ik0n1n2 cos θi cos θtρα‖m + ik0ρα‖e
(n1 cos θi + n2 cos θt)
(
1− k20ρ2α
‖
eα
‖
m
4
)
− ik0n1n2 cos θi cos θtρα‖m − ik0ρα‖e
,
(4.14)
ts =
2n1 cos θi
(
1 +
k20ρ
2α
‖
eα
‖
m
4
)
(n1 cos θi + n2 cos θt)
(
1− k20ρ2α
‖
eα
‖
m
4
)
− ik0n1n2 cos θi cos θtρα‖m − ik0ρα‖e
,
(4.15)
rp =
(n2 cos θi − n1 cos θt)
(
1− k20ρ2α
‖
eα
‖
m
4
)
+ ik0n1n2ρα
‖
m − ik0 cos θi cos θtρα‖e
(n2 cos θi + n1 cos θt)
(
1− k20ρ2α
‖
eα
‖
m
4
)
− ik0n1n2ρα‖m − ik0 cos θi cos θtρα‖e
,
(4.16)
tp =
2n1 cos θi
(
1 +
k20ρ
2α
‖
eα
‖
m
4
)
(n2 cos θi + n1 cos θt)
(
1− k20ρ2α
‖
eα
‖
m
4
)
− ik0n1n2ρα‖m − ik0 cos θi cos θtρα‖e
.
(4.17)
As a sanity check, one can note that these coefficients reduce to the standard
Fresnel reflection and transmission coefficients (e.g. [43, 127]) in the absence of any
in-plane polarizations (α‖e = α
‖
m = 0).
The total reflection and transmission from the metasurface is a superposition of
several contributions. The first term in the numerator of the reflection coefficients is
independent of the particle polarizabilities and has the form of the standard Fresnel
coefficients. One can thus loosely think of it as corresponding to the contribution
from the bare interface, while the other terms contain the contributions from the
scattering of the electric dipoles, magnetic dipoles and their cross-term.
4.1.1 A generalized Kerker condition
As was discussed in Section 2.2, the interference between electric and magnetic
dipoles can give rise to highly directional scattering. Of particular note are small
particles with only electric and magnetic dipole excitations illuminated by a plane
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wave where αe = αm gives rise to complete destructive interference in the back-
ward direction.
There is a clear analogy between such single particle scattering and this island-
film model. In fact, if we place our metasurface film in vacuum (n1 = n2 = 1) and
consider normal incidence (θi = θt = 0), the modified Fresnel reflection coefficients
become
rs = −rp = α
‖
m − α‖e
α
‖
m + α
‖
e
. (4.18)
Note that the seemingly alarming sign difference between rs and rp arises natu-
rally as a consequence of the chosen definition of the direction for the electric fields
(see Figure 4.1). At normal incidence, ~Einc and ~Eref are chosen to be parallel for s
polarized incidence and anti-parallel for p-polarized incidence.
From here, it is clear that α‖m = α
‖
e gives rise to zero reflection in analogy with
the first Kerker condition yielding zero backscattering.
For the general case of n1 6= n2 and oblique incidence, the condition for zero
reflection was derived in Paper I. Assuming that n32 cos θt−n31 cos θi 6= 0, the relation
between the electric and magnetic polarizabilities should be
α‖m =
n2 cos θt − n1 cos θi
n32 cos θt − n31 cos θi
α‖e . (4.19)
This relation is thus a generalized Kerker condition for this particular geometry.
Note that between Paper I and this thesis, the definition of αe is different by a factor
of ε.
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Optical forces
The applications for the optical confinement of nanoparticles and the importance of
the optical tweezer were discussed in Chapter 1. In this more technical chapter, the
specific methods for the calculation of optical forces and trap stability are discussed.
5.1 Maxwell stress tensor
In Chapter 3, we used arguments based on the conservation of energy to calcu-
late the absorption of a particle. The conservation of momentum can give rise to
the same type of arguments. In loose terms, we look at the total momentum flux
through a closed surface enclosing a particle. If there is a net flow of electromag-
netic momentum across the surface, the missing momentum has to have been trans-
ferred to the particle – a force. The same way that the flow of energy is related to
the Poynting vector (Equation (3.12)), one can relate the total change in momentum
to the divergence of a quantity called the Maxwell Stress Tensor [127, 151], defined
as†
M~
~
=
1
2
ε0εrRe
{
~E ⊗ ~E∗ + Z2r ~H ⊗ ~H∗ −
1
2
(
| ~E|2 + Z2r | ~H|2
)
1
}
, (5.1)
where εr is the relative permittivity of the medium and Zr =
√
µ0µr/ε0εr is the
impedance of the medium. We have also assumed a harmonic time-dependence for
the fields and taken the time-average. Here, ⊗ denotes the dyad product or outer
product. Specifically, for column vectors ~u and ~v, we have ~u ⊗ ~v = ~u~vT . If we put
a closed surface S around a particle, the optical force experienced by that particle is
given by [127, 151, 153]
~F =
∫
S
dAM~
~
· nˆ , (5.2)
where nˆ is an outward unit normal to the surface S. This expression is very general,
and can be applied if the total electric and magnetic fields are known on any closed
surface around the particle. This follows from the fact that ∇ ·M~
~
= 0 in a region
where there are no sources, and the surface S can thus be deformed arbitrarily pro-
vided the deformation does not hit any sources. The method is thus suitable for
implementation in FDTD on a Cartesian grid, where the fields are typically moni-
tored on box-shaped surfaces (Chapter 3).
If the electric and magnetic fields are defined in a basis of spherical multipoles,
in the language of Chapter 2, the force can be calculated analytically [153, 154]. The
†There sometimes arises discussion with regards to the definition of the momentum of light in a
medium, referred to as the “Minkowski-Abraham dilemma”. However, we will refrain from entering
this discussion and simply employ the Minkowski definition. The interested reader is referred to a
recent review [152].
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time-averaged optical force in the z-direction is given by
Fz =
ε0εr
2k2
[∑
τ`m
Im
{
a∗τ,`+1,mbτ`m + b
∗
τ,`+1,maτ`m + 2b
∗
τ,`+1,mbτ`m
}
K`m
−
∑
`m
Re {a∗1`mb2`m + b∗1`ma2`m + 2b∗1`mb2`m}
m
`(`+ 1)
]
, (5.3)
where
K`m =
√
`(`+ 1)
`+ 1
√
(`+m+ 1)(`−m+ 1)
(2`+ 1)(2`+ 3)
, (5.4)
and k is the wavenumber in the medium. Similar expressions for the in-plane forces
(Fx and Fy) can be found in Ref. [153].
5.2 T -matrix method
In general, the scattered field coefficients bτ`m are related to the the incident wave
via a Transition matrix, or T -matrix, as [125]
~b = T~
~
~a , (5.5)
or as the explicit sum
bτ`m =
∑
τ ′`′m′
Tτ ′`′m′ τ`m aτ ′`′m′ . (5.6)
The problem of determining the optical forces (and any other optical property) is
reduced to finding this T -matrix for the particle of interest. The incident wave, for
this thesis work, is either a plane wave or a focused laser beam.
Focused beam
A focused laser beam can be expressed in an angular spectrum representation, i.e. a
superposition of plane waves. The methodology, which will not be repeated in de-
tail here, is based on the procedure outlined by Richards and Wolf [155] and is also
treated in Refs. [81, 151]. A plane wave is incident on a lens characterized by a nu-
merical aperture (NA). The field is then transmitted through the lens and expressed
in spherical coordinates on a reference sphere in the far-field, as ~Efar(θ, ϕ). The ex-
pression for the field in the focus region is obtained through wave propagation of
~Efar(θ, ϕ), namely [81, 151]
~Ebeam(x, y, z) =
ikfe−ikf
2pi
∫ θmax
0
∫ 2pi
0
~Efar(θ, ϕ) eikzzei(kyy+kxx) sin θdθdϕ , (5.7)
where k = ntk0 is the wavenumber in the medium after the lens, f is the radius of
the reference sphere and θmax is set by the numerical aperture of the lens through
NA = nt sin θmax. For a sketch of the illumination geometry, see e.g. Figure 3.7 in
Ref. [81].
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Finally, assuming our spherical wave expansion of the incident field according
to Equation (2.1),
~Einc(~r) =
∑
τ`m
aτ`m ~ψ
(j)
τ`m , (5.8)
we can find the expansion coefficients for the focused beam at a particular spatial
location (x, y, z) through
a1`m(x, y, z) =
1
j`(kr)
∫
Ω
~X∗`m · ~Ebeam(x, y, z) dΩ , (5.9)
and similarly
a2`m(x, y, z) =
iZr
j`(kr)
∫
Ω
~X∗`m · ~Hbeam(x, y, z) dΩ , (5.10)
where Zr is the impedance of the medium after the lens. Here, ~Hbeam is obtained
from the Maxwell curl equation and we have used the orthogonality relations of the
spherical basis functions (Appendix A).
Determining the T -matrix
As we saw in Chapter 2, the T -matrix is completely diagonal for a spherical particle
and Equation (5.6) reduces to
bτ`m = tτ` aτ`m . (5.11)
For structures other than spheres, the determination of the T -matrix is more in-
volved. In the method outlined in Ref. [125], the surface of the particle is parametrized
and the T -matrix is obtained by matching the expression of the fields on either side
of that surface. For such computations, the symmetry of the particle is very im-
portant. For instance, for a particle where axial symmetry is preserved (such as a
spheroid or a cylindrical disk), the T -matrix will be diagonal in the axial number
m, but the response will in general mix different multipole orders ` as well as the
different multipole types τ . Moreover, if the particle is symmetric under inversion
(r → −r), multipole orders with different parity will not mix. For example, electric
dipoles will couple to magnetic quadrupoles, but not magnetic dipoles.
It is worth mentioning that the T -matrix is a property of the scatterer, indepen-
dent of its spatial location. This means that for a calculation involving the optical
forces in different parts of the focused beam, the T -matrix need only be computed
once (per frequency).
5.3 Dipole approximation
For very small particles, the response is dominated by the electric dipole response.
A common way to calculate the optical force experienced by such a particle is to
express the dipole moment in terms of the Lorentz force on a charge q moving with
a velocity ~v, namely ~F = q
(
~E(~r)+~v× ~B(~r)) [127]. Through manipulations involving
the Maxwell equations (see e.g. [151]), one can write the time-averaged force as a
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sum of a gradient force ~Fg and a radiation pressure ~Fp † [111, 151, 156], with
~Fg =
ε0εr
4
Re{αe}∇| ~E|2 , ~Fp = k
c0
Im{αe}~S , (5.12)
where ~S = 12Re{ ~E × ~H∗} is the time-averaged Poynting vector. Here, αe is the elec-
tric dipole polarizability which defines the dipole moment in terms of the incident
field according to ~p = ε0εrαe ~E. In order to get the right results, this polarizabil-
ity cannot simply be a quasi-static approximation, it needs to be properly radiation
corrected. However, for a spherical particle, it can be noted that it is not strictly nec-
essary to add such corrections artifically since the polarizability can be expressed
through the T -matrix elements (or Mie coefficients) as [83, 157]
αe = −i6pi
k3
t21 . (5.13)
However, the simpler quasi-static expressions with radiation correction can some-
times be useful for analytical insights.
A similar treatment can be applied to the force on a magnetic dipole and the op-
tical forces on particles exhibiting electric and magnetic dipole response have been
treated in Refs. [123, 156]. In particular, the influence of interference between the
electric and magnetic dipoles on the radiation pressure in a plane wave is discussed.
Higher order multipoles
In general, the contribution to the optical force from a certain multipole can be ob-
tained by only including that particular scattering coefficient b in the expression for
the optical force. For example, the axial optical force (Fz) on an electric dipole can
be calculated from Equation (5.3) by only keeping b21m. In other words, fixing all
magnetic multipoles (b1`m) and higher electric multipole orders (b2`m, with ` > 1) to
zero. This method was used in Paper III to determine the multipolar contributions
to the optical force on silicon nanoparticles. In particular, the interference between
the electric and magnetic dipole excitations associated with the first Kerker condi-
tion (discussed in Chapters 1 and 2) was investigated through comparing the optical
force stemming from the dipolar contributions.
5.4 Axial forces and trap stability
The total three-dimensional optical force acting on a particle is not conservative and
so a proper potential cannot be defined. However, for three-dimensional optical
confinement, the lateral restoring forces are much greater than the axial ones owing
to the radiation pressure in the axial direction. Thus, the work required to bring
the particle out of the trap along the optical axis is the limiting factor for a stable
3D trap. Therefore, in Papers III and VI, the three-dimensional trap stability was
estimated by
W3D = −
∫ zr
z0
Fz dz , (5.14)
†Technically, the total optical force also contains a third term proportional to Im{αe}∇×
(
~E× ~E∗),
known as the “spin-curl force”. This force is associated with gradients in the polarization of the field
and is typically small enough compared to the other forces to be neglected [111, 151].
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FIGURE 5.1: Axial optical forces on a silicon sphere in a focused
laser beam. (a) Sketch of the illumination conditions. The beam
propagation direction is along z, with z = 0 at the focus. (b) Ax-
ial optical force, Fz along the optical axis decomposed into radiation
pressure (green) and gradient force (brown).
where z0 is the particle equilibrium position in the trap and zr is the location where
the optical force becomes repulsive (Figure 5.1(a)).
The terms radiation pressure and gradient force are typically associated with
the dipole approximation discussed the previous section. However, insight into the
optical force can be gained by borrowing these expressions and extending them to
deal with particles exhibiting higher order response. Consider a laser beam like
the one sketched in Figure 5.1(a), where the focus is at z = 0. The beam intensity
is symmetric in z and the radiation pressure is always directed along the optical
axis. Therefore, Fp is symmetric in z. Meanwhile, as the particle is displaced from
the focus, it experiences a restoring force towards regions of higher intensity (c.f.
Equation (5.12)). As a result, the gradient force Fg is anti-symmetric in z.
An example of an axial force calculation is shown in Figure 5.1(b). The optical
force (F ztot) was calculated using the T -matrix formalism described in Section 5.2 for
a spherical silicon particle with radius a = 127 nm. The medium after the lens is wa-
ter (nt = 1.33). The laser wavelength used is λ = 1064 nm and the beam is focused
through a lens with numerical aperture NA = 1.2 (water-immersion objective). The
total axial force is displayed in Figure 5.1(b), along with the radiation pressure and
gradient forces decomposed according to
Fp(z) =
F ztot(z) + F
z
tot(−z)
2
, Fg(z) =
F ztot(z)− F ztot(−z)
2
. (5.15)
The radiation pressure is at its strongest in the focus of the beam where the in-
tensity is maximized. The restoring force on the other hand, is maximized where the
intensity gradient is at its largest. The axial equilibrium position is thus slightly dis-
placed downstream from the focus. The forces are normalized to the total incident
power in the beam, Pin.
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Weak coupling to emitters
An introductory discussion about the coupling of subwavelength emitters to high
index dielectric structures can be found in Chapter 1. This chapter is instead aimed
at introducing the technical details involved in calculating the decay rate enhance-
ment of emitters placed in the vicinity of a resonator.
The strength of coupling between an emitter and, for example, a nanoantenna
can be characterized by the rate of energy transfer between the two systems. If this
energy transfer occurs on time-scales that are faster than any energy dissipation,
the two systems are said to be “strongly coupled”. In other words, a single photon
excitation can be transferred between the emitter and the nanoantenna several times
before it is eventually absorbed or emitted. This problem cannot be treated by weak
perturbation theory, and more sophisticated quantum models are needed (see e.g.
[158]). However, a molecule or quantum dot placed near a resonant high-refractive
index nanoparticle is typically weakly coupled to the electromagnetic modes of the
particle and the work in this thesis relates to this weak coupling limit. In this limit,
the emitter frequency is unaffected by the environment and, as it turns out in the
next section, the coupling can be estimated by classical electrodynamics.
6.1 Purcell effect
In a quantum electrodynamics picture, an emitter is typically considered as a two-
level system with a ground state |g〉 and excited state |e〉, separated by an energy
~ω0. An emitter prepared in its excited state |e〉 will couple to the optical states
around it and will undergo spontaneous emission. The emitter couples to a contin-
uum of modes (a continuum of emission directions). Through a quantum mechan-
ical calculation using a weak perturbation [158], the spontaneous emission of such
an emitter can be characterized by Fermi’s golden rule (e.g. [81, 158])
γ =
piω0
3~ε0
|~d |2ρ(~r0, ω0) , (6.1)
where ~d is the transition dipole moment associated with the transition between the
two levels (~d = 〈e|qr|g〉, where q is the charge and r is the quantum mechanical
position operator). The quantity ρ(~r0, ω0) is called the local density of states. It
is evaluated at the location ~r0 of the emitter and is frequency dependent. For an
emitter placed in free space, the spontaneous emission is characterized by a rate
γ0 =
ω30
3pi~ε0c30
|~d |2 . (6.2)
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However, as was realized by Purcell [77], when the emitter is brought into the prox-
imity of a cavity, this free space decay rate gets modified since the density of states
in Equation (6.1) changes.
To get a sense of the scale of this modification, it is convenient to introduce the
dimensionless relative decay rate γ/γ0. In the context of a two-level emitter coupled
to a single mode in a closed resonator, this relative decay rate is called the Purcell
factor Fp and is proportional to Q/V [77], where Q is the quality factor of the reso-
nance and V is its mode volume. The concept of mode volume can be extended for
coupling to multiple modes, but is in general not straightforward to define for open
resonator systems, like nanoparticles [159]. If one expands the Green’s function in
terms of eigenmodes in the cavity, an the modified decay rate can can be found in
terms of its imaginary part [80, 81, 159]
γ
γ0
=
6pic0
ω0
Im{dˆ ·G~
~
(~r0, ~r0, ω0) · dˆ} , (6.3)
where dˆ is a unit vector in the direction of the transition dipole moment. Note that
the alignment is the only property of the transition dipole moment that enters this
expression. The enhancement of spontaneous decay is thus not dependent on the
strength of the emitter, but is a property of the environment. This is not the case in
a strongly coupled system, where the strength of the transition dipole moment is
very important.
The quantum mechanical problem above can be compared to the classical prob-
lem of a radiating electric dipole [81]. The rate of energy dissipation of a current
distribution inside a volume V is given by [127]
P =
dW
dt
= −1
2
Re
∫
V
d3r~j∗(~r ) · ~E(~r ) . (6.4)
For a dipole with dipole moment ~p located at ~r = ~r0, oscillating harmonically with
frequency ω0, we have ~j(~r ) = −iω0~p δ(3)(~r − ~r0), and
P =
ω0
2
Im{~p ∗ · ~E(~r0)} . (6.5)
Note that ~E(~r0) is the total field at the dipole location. It thus contains the direct
dipole field as well as any secondary fields scattered back from an inhomogeneous
environment. The total electric field due to the dipole is given in terms of the
Green’s function as (c.f. Equation (B.4))
~E(~r) = ω20µ0G
~
~
(~r, ~r0, ω0) · ~p , (6.6)
whereG~
~
(~r, ~r0) is not necessarily the homogeneous Green’s function. The dissipated
power becomes
P =
ω30µ0
2
|~p |2 Im{pˆ ·G~
~
(~r0, ~r0, ω0) · pˆ} . (6.7)
In free space, time-averaged power radiated by the dipole is [127]
P 0rad =
ω40
12piε0c30
|~p |2 . (6.8)
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Normalizing Equation (6.7) by the free-space radiation rate, we obtain
P
P 0rad
=
6pic0
ω0
Im{pˆ ·G~
~
(~r0, ~r0, ω0) · pˆ} , (6.9)
which is an expression identical to (6.3), establishing a very useful quantum-classical
analogue. In this weak coupling regime (Purcell regime), the modification to the
spontaneous emission can be modelled by a classical dipole calculation [81].
6.2 Non-radiative decay
If an emitter is located in an environment with absorptive loss, some of the emitted
photons will be absorbed. Seen from the outside, these absorbed photons are lost.
In most practical applications, it is the enhancement of radiation to the far-field
that is interesting. One therefore typically distinguishes between radiative and non-
radiative decay rate enhancements for the whole system.† The dissipated power P
in Equation (6.7) includes both radiative and non-radiative decay. We define the
total decay rate enhancement as
Ftot = Frad + Fnr =
Prad + Pnr
P 0rad
. (6.10)
The non-radiative decay rate enhancement corresponds to the emission coupling to
loss channels in the environment. For instance, an emitter placed in close proximity
to a nanoantenna with non-zero absorption.
6.3 Calculation of the decay rate enhancements
In this thesis work, the inhomogeneous environments that the emitter couples to
consists of single nanoparticles made of silicon. In this case, there is a clear bound-
ary between the system and a surrounding homogeneous medium. Therefore, in
order to determine the decay rate enhancement Ftot through a classical calculation,
a method similar to the calculation of absorption and scattering in Section 3.3.1 can
be employed (the set-up of the method is sketched in Figure 6.1). From Poynt-
ing’s theorem, the total power dissipated (Equation (6.4)) can be calculated from
the Poynting vector [126]. Normalizing this power to the analytical expression for
P 0rad (Equation (6.8)), we obtain the total decay rate enhancement
Ftot =
P
P 0rad
=
1
P 0rad
∫
SI
dA ~S · nˆ , (6.11)
where SI is a small closed surface enclosing only the dipole source (see Figure 6.1(b)).
The field on that spherical surface will be a superposition of the direct dipole field
and the secondary field, scattered by the environment.
The radiative decay rate enhancement on the other hand is obtained through
the net electromagnetic energy that escapes to the far-field. In other words, the
power radiated through a closed surface SII enclosing both the dipole source and its
†For simplicity, we restrict the discussion to emitters with internal quantum efficiency qi = 1, i.e.
an emitter in the excited state will always emit a photon, there are no internal non-radiative channels.
In reality, what is seen by a far field observer should be characterized by a quantum yield of the whole
system which takes the potential for qi < 1 into account.
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FIGURE 6.1: Determining the decay rate enhancement of a dipolar
emitter. (a) A dipole source ~p in free space will radiate a power P 0rad
to the far field. (b) The same dipole source is placed in an inhomo-
geneous environment. The total power dissipated is obtained from
integration of the Poynting vector in a small closed surface SI enclos-
ing only the dipole. The power radiated into the far-field is obtained
by integration on a surface SII enclosing both the dipole source and
the scatterer.
environment,
Ftot =
1
P 0rad
∫
SII
dA ~S · nˆ . (6.12)
As discussed in Chapter 1, since high-refractive index dielectric nanostructures
support modes of both electric and magnetic character, interest has been sparked
in the Purcell effect associated with magnetic dipole transitions. The treatment in
Section 6.1 can be performed in an analogous fashion for magnetic emitters (see
e.g. [82]). The interaction Hamiltonian in the quantum mechanical treatment is
HmI = −m · B in place of HeI = −d · E while the Green’s function is that of a
magnetic dipole, ~m. This leads to a similar classical-quantum analogue, namely
that
γm
γm0
=
Pm
P 0,mrad
, (6.13)
and the decay rate enhancement for a magnetic emitter in a given environment can
be found from a classical calculation with a magnetic dipole source.
The method discussed here was used in Paper IV to determine the electric and
magnetic decay rate enhancement for emitters placed inside the pores of quasi
porous silicon disks. The classical dipole calculations were implemented in FDTD
using an electric or a magnetic dipole source.
It should be noted that in the language of Chapter 2, the decay rate enhancement
can be obtained analytically for spherical particles (see e.g. [82]). The methodol-
ogy involves expressing the dipole source in terms of multipole coefficients, bτ,1,m
(Appendix B). The radiative decay rate enhancement can be found through a com-
putation of the energy escaping to the far-field (similar to Appendix E). The total
decay rate enhancement is obtained from a small spherical surface enclosing only
the dipole source.
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Concluding remarks
7.1 Discussion of appended papers
The appended papers are summarized in their respective abstracts and introduc-
tions. In this section, the appended papers are discussed in a way that involves
some more personal reflections.
Paper I
Large-scale silicon nanophotonic metasurfaces with polarization independent near-perfect
absorption.
This paper was the result of one of the first projects where the hole-mask col-
loidal lithography method was used to fabricate silicon metasurfaces. The meta-
surfaces were illuminated in a total-internal-reflection geometry and the reflected
light was measured. For a certain incident angle and light wavelength, the interfer-
ence between interface reflection and scattering from magnetic and electric dipole
excitation gave rise to almost complete light absorption for unpolarized light.
The effect was modelled using an extension I developed of the island-film the-
ory wherein the magnetic response of the nanoparticles was also included. From
this analytical formalism, conditions were derived for the electric and magnetic po-
larizabilities such that the metasurface exhibits this perfect absorption. The particle
shapes were estimated from SEM images and FDTD was used to calculate the near-
field distributions for a single particle in the presence of the glass interface. From
these near-fields, the in-plane electric and magnetic dipole polarizabilities were cal-
culated and used in the analytical model to obtain good agreement with experimen-
tal data.
One of the most straightforward modifications to the model from hindsight is to
use the exact expressions for the electric and magnetic dipole moments (e.g. Equa-
tion (2.32) instead of Equation (2.31)). Since the particles in these metasurfaces are
quite large, this modification would likely result in a better agreement with experi-
ment while not introducing any significant complexity.
Paper II
Metasurfaces and colloidal suspensions composed of 3D chiral Si nanoresonators.
In this paper, my contributions were of a more supporting nature since the
project was mainly fabrication oriented. The main result of the paper was the
demonstration of a fabrication method that allows for the large-scale fabrication
of metasurfaces as well as colloidal suspensions of silicon nanoparticles of a spe-
cific, well-defined, morphology. The method was applied to study structures with
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three-dimensional chirality. The metasurfaces and colloidal solutions were charac-
terized both with extinction measurements and through measurement of the circu-
lar dichroism. It was also demonstrated that the silicon particles could be optically
trapped and manipulated using a laser wavelength of λ = 1064 nm.
The structures were 3D modeled from SEM pictures and then imported into the
FDTD software and their optical response was calculated. Due to the low particle
symmetry, the analysis of the near-fields and the origin of the circular dichroism is
complicated and the paper offers a phenomenological explanation. More sophis-
ticated modelling of the chiral response could be performed via illumination with
standing waves (see e.g. [160]), isolating the electric and magnetic responses. While
potentially interesting from a theoretical point of view, such a treatment would
overcomplicate this particular study which is more focused on the fabrication.
Paper III
Directional scattering and multipolar contributions to optical forces on silicon nanoparticles
in focused laser beams.
This paper is focused on the optical forces on silicon nanoparticles. Since opti-
cal force is all about transfer of momentum from the light beam to a particle, the
direction of scattering has a major effect on the forces. Therefore, the directional
scattering properties of silicon nanoparticles, in particular the first Kerker condi-
tion, was investigated in the context of optical trapping. It was found that while
zero-backscattering implies an optimal radiation distribution, the overall scattering
response is so large in the vicinity of the resonances that there is still considerable ra-
diation pressure. As a result, for sphere sizes slightly larger than the “Kerker size”,
three-dimensional confinement is no longer possible. Moreover, the trap stability
for spheroidal particles was calculated, showing a similar size dependence. The
size limit for trapping of these non-spherical particles is similar to their spherical
counterparts.
Paper IV
Electromagnetic energy distribution in resonant quasi porous silicon nanostructures.
This study exploits a central property of resonant high-index dielectric nanopar-
ticles, namely that the resonantly enhanced near-fields are mostly confined to the
particle interior. The most efficient coupling is thus expected for emitters placed
inside the nanoantenna. A promising approach to put them there is to fabricate the
nanoantenna of porous silicon, thus making it permeable. The electromagnetic en-
ergy density available in the pores was studied and interpreted as an estimate for
this coupling strength. The discussion revolves around emitters of both electric and
magnetic type, since the excitation of both electric and magnetic multipolar reso-
nances in these structures promotes the coupling to normally suppressed magnetic
transitions.
FDTD was used for the simulations of the dipolar decay rate enhancements.
Analytical methods based on Mie theory could be employed as a complement. In
particular, for small pore sizes, the FDTD method is sensitive to the meshing. In
addition, the enhanced non-radiative decay rate near the edges of the pores is very
sensitive to a correct fitting of the dielectric function. Although not included in the
paper, I derived expressions for the total and radiative decay rate enhancements for
a dipole at the center of a core-shell sphere which gave similar qualitative behaviour
as Figure 5 in the paper when applied to a silicon sphere with a vacuum “pore”.
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Paper V
Solar harvesting based on all-dielectric perfect absorbing metasurfaces.
The concept of enhanced absorption driven by destructive interference of re-
flected light from silicon metasurfaces was adapted from its implementation in Pa-
per I to a metasurface-on-a-mirror geometry. In this implementation, the transmit-
ted light reflects back by a metallic mirror and it interferes with the direct reflec-
tion. Destructive interference concentrates the incident light into the resonant sili-
con nanoparticles – enhancing the absorption of the excited modes. The nanopar-
ticles composing the metasurface were composed of hydrogenated amorphous sil-
icon and were contacted at the top and bottom by transparent conductive oxides.
This design allows the conversion of the absorbed light energy to a photocurrent: a
solar cell. The multipolar modes and the interference criterion was tuned to lie in a
spectral region where the intrinsic silicon absorption is low, increasing the absorp-
tion overlap with the solar spectrum.
This study was a collaboration with a research group at Delft University in The
Netherlands with more experience in solar cell research. Their expertise was instru-
mental in proposing the design of a realistic device based on this geometry. They
provided insights in material choices and their data on the optical properties of
those materials as well as simulation methods for theoretically predicting the ex-
tracted photocurrent.
Paper VI
Thermal effects and trap stability for nanoparticle spheres in an optical trap.
Since the demonstration that metallic nanoparticles with plasmonic properties
can be stably trapped in 3D, there has been enormous interest in applications thereof.
Combining the unique properties of plasmonic nanoparticles with optical manipu-
lation is an attractive prospect. Similarly, interest has arisen for the optical trapping
and manipulation of resonant high-index dielectric nanoparticles. In the quest for a
small probe particle to measure nanoscopic forces or temperatures or a handle for
performing work on the nanoscale, the material of the particle is very important.
One needs a strong optical response but with a minimal influence on the environ-
ment. In particular, the photothermal heating associated with metallic particles can
be problematic for biological or sensitive chemical applications.
This work aims to make a material comparison for optical trapping of nanopar-
ticles at a few commonly employed laser wavelengths in optical tweezer research.
It is intended to function as a useful guide for the material choice for a specific ap-
plication. To see the materials compared side-by-side and simulated in identical
conditions will hopefully prove helpful.
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7.2 Outlook
Resonant dielectric nanoparticles are a promising platform for engineering light-
matter interactions at the nanoscale. The field has matured in the last decade as
researchers have mapped out many useful applications. This thesis has focused
on a few different aspects of the research field. The interesting resonant properties
of single particles were studied in terms of near-field coupling to subwavelength
emitters as well as for optical trapping. The behaviour of collections of particles
was studied in terms of metasurfaces with enhanced absorption or chiral response.
Research in plasmonics exploded with the advent of reproducible colloidal fab-
rication methods and a wealth of opportunities opened up. The same might be
expected for silicon and other high-index dielectric structures. Fabrication methods
(such as the one discussed in Paper II) that enable fabrication of colloidal suspen-
sions of high-index dielectric particles will be instrumental in the years to come.
The optical trapping and confinement of silicon or other high-index dielectric
particles has not been explored in exhausting detail. It is clear (e.g. from Paper
III and VI) that the trapping laser energy needs to be lower than that of any of the
Mie resonances in a silicon sphere in order for three-dimensional confinement to
be possible. However, trapping with a low energy laser beam while using other
light sources to probe and interact with the rich resonance structure could provide
interesting opportunities.
The coupling between subwavelength emitters and the resonant response of
high-index nanoparticles is very promising for a multitude of applications. The
architecture of a permeable porous nanoantenna discussed in Paper IV could find
use as a sensor. In particular, the reduced emission quenching associated with the
lower optical loss in silicon compared to metallic nanoparticles is crucial in this sce-
nario. This is particularly important for the magnetic dipole emission enhancement
where quenching is almost absent even for very short distances between emitter
and nearby interfaces. For example, one could envision exploiting the magnetic
dipole transition in Eu3+ along with its affinity to bind to fluoride ions for use as a
type of fluorine sensor.
It is my hope that my contributions will be useful for research to come and that
I have made meaningful additions to our overall understanding in terms of “Opti-
mization of resonant all-dielectric nanoparticles for optical manipulation and light manage-
ment.”
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Appendix A
Spherical basis functions
Due to various conventions used in different books and articles in the literature,
there can sometimes arise confusion as to what one uses. This is especially true
for normalization. The objective of this appendix is to give the definitions of the
spherical functions that are utilized in the main thesis text, without making said
text unreadable.
Angular part
In this thesis, the conventions for the spherical harmonics, both scalar and vector,
follow that of Jackson [127]. The scalar spherical harmonics are given by
Y`m(θ, ϕ) =
√
2`+ 1
4pi
(`−m)!
(`+m)!
Pm` (cos θ)e
imϕ , (A.1)
where Pm` (cos θ) are associated Legendre functions. From these, the vector spherical
harmonics are defined as
~X`m(θ, ϕ) =
1√
`(`+ 1)
~LY`m(θ, ϕ) , (A.2)
where ~L is the angular momentum operator,
~L = −i(~r ×∇) = −i
(
ϕˆ
∂
∂θ
− θˆ
sin θ
∂
∂ϕ
)
. (A.3)
For reference, the vector spherical harmonics are explicitly (in all their normalized
glory) given by
~X`m(θ,ϕ) =
√
2`+ 1
4pi`(`+ 1)
√
(`−m)!
(`+m)!
×
(
mPm` (cos θ)
sin θ
θˆ − i∂P
m
` (cos θ)
∂θ
ϕˆ
)
eimϕ , (A.4)
One thing worth noting in Eq. (A.4) is that it has no radial component. This is
useful in various calculations since rˆ × (rˆ× and rˆ· are commonplace.
The vector spherical harmonics are ortho-normalized with respect to integration
over a solid angle. That is to say,∫
S
dΩ ~X∗`′m′ · ~X`m = δ``′δmm′ , (A.5)
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and ∫
S
dΩ
(
rˆ × ~X∗`′m′
)
·
(
rˆ × ~X`m
)
= δ``′δmm′ , (A.6)
as well as, ∫
S
dΩ ~X∗`′m′ ·
(
rˆ × ~X`m
)
= 0 . (A.7)
Radial part
The radial part of the wave equation is solved by the spherical functions of various
types (spherical Bessel functions j`, spherical Neumann functions n` and spherical
Hankel functions h(1,2)` ). There is usually less variation in the notation for these
functions, so the definitions are easy to find elsewhere (e.g. in Jackson [127]).
Which of these spherical functions should be used is determined on physical
grounds by the boundary conditions of the problem at hand. For example, scattered
fields need to behave as outgoing spherical waves at infinity and if the incident field
is for example a plane wave it needs to be well-behaved at the origin. The spherical
functions we will use for this are
j`(x) Regular at the origin , (A.8)(
j`(x) + in`(x) =
)
h
(1)
` (x) Outgoing spherical wave at infinity . (A.9)
For certain expressions (such as the Mie coefficients), it is useful to introduce the
Riccati-Bessel functions, given by
ψ`(x) = xj`(x) , (A.10)
ξ`(x) = xh
(1)
` (x) . (A.11)
The radial functions have useful so-called Wronski determinants [127], or Wron-
skians, defined by W (f, g) = fg′ − gf ′. We have
j`(x)
[
h
(1)
` (x)
]′ − h(1)` (x)j′`(x) = ix2 , (A.12)
which leads to
ψ`(x)ξ
′
`(x)− ξ`(x)ψ′`(x) = i . (A.13)
Field basis functions
From the definitions above, we can now write the full form of the basis functions
for the electric and magnetic fields. Here, the notation deviates somewhat from
Jackson’s book but rather follows Miljkovic´ et al. [154] which in turn is based on
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Waterman’s definitions [125]. The basis functions are given explicitly by
~ψ1`m = z`(kr) ~X`m(θ, ϕ) ,
~ψ2`m = i
z`(kr)
kr
√
`(`+ 1)Y`m(θ, ϕ)rˆ
+
1
kr
[kr z`(kr)]
′ rˆ × ~X`m(θ, ϕ) ,
(A.14)
where z` is one of the spherical functions (j` or h
(1)
` ). In the expression for ~ψ2`m, the
prime indicates differentiation with respect to the argument in the brackets (here, it
is with respect to kr). Note that the wave number in the radial functions is the wave
number in the medium, k =
√
εrµrk0 =
√
εrµrω/c0, where µr is most often unity
(for non-magnetic materials).
The choice of radial function in these basis functions will be indicated with a
superscript. So ~ψ (j)τ`m means regular basis functions, z` = j` and ~ψ
(h)
τ`m correspond to
outgoing basis functions with z` = h
(1)
` .
These basis functions fulfil the important and useful relation
~ψτ¯ `m =
1
k
∇× ~ψτ`m , (A.15)
where τ = 1 or 2 and τ¯ is the opposite of τ , i.e. 1¯ = 2 and 2¯ = 1. When used in the
definition of the electric field, τ = 1 are the magnetic multipoles while τ = 2 are the
electric ones.
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Expansion coefficients for dipole
sources
Sometimes confusion arises with regards to normalization of dipole moments. This
is especially true for dipole sources placed in a homogeneous medium other than
vacuum. In order to get the normalization correct for an electric dipole, for instance,
we can compare the electric fields given by Eq. (2.2) in the main thesis text with
those of an electric dipole in a homogeneous medium with µ = µ0µr and ε = ε0εr.
For a z-polarized electric dipole at the origin, the quantum numbers are ` = 1
and m = 0 and in order to determine the expansion coefficient b210, it is sufficient to
look at the radial part of the electric fields. The radial fields from the spherical wave
expansion in Eq. (2.2) are
rˆ · ~Ed(~r) = b210 rˆ · ~ψ (h)210
= b210
(
i
h
(1)
1 (kr)
kr
√
2Y10(θ, ϕ)
)
= b210
√
3
2pi
eikr
k2r2
(
1
kr
− i
)
cos θ , (B.1)
where it is important that k =
√
µ0µrε0εr ω is the wavenumber in the medium.
On the other hand, the electric field in this homogeneous medium from a current
distribution ~j is in general given by [161]
~E(~r) = iωµ0µr
∫
G~
~
h(~r, ~r
′) ·~j(~r ′) d3r′ , (B.2)
for any point in space (other than specifically when there are sources at ~r, such that
the fields diverge). Here, the homogeneous Green’s function G~
~
h is explicitly given
by [161]
G~
~
h(~r, ~r
′) =
(
k2R2 + ik2R2 − 1
k2R2
1 +
3− 3ikR− k2R2
k2R2
Rˆ⊗ Rˆ
)
eikR
4piR
, (B.3)
where ~R = ~r−~r ′, k is the wavenumber in the medium and 1 is the unit dyad. The⊗
denotes the dyad product (or vector outer product, ~u ⊗ ~v = ~u~vT for column vectors
~u,~v).
If we assume an electric dipole with harmonic time-dependence at the origin
oriented along the z-axis, we have ~p = pz zˆ and the current distribution is ~j(~r ′) =
−iω~p δ(3)(~r ′). Then
~E(~r) = ω2µ0µrG~
~
h(~r, 0) · ~p . (B.4)
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The radial part of this field is
rˆ · ~E(~r) = ω2µ0µr pz e
ikr
2pikr2
cos θ
(
1
kr
− i
)
. (B.5)
Comparing the expressions in Eqns. (B.5) and (B.1), we find
b210 =
k3√
6piε0εr
pz . (B.6)
Similarly, for in-plane dipoles,
b21,±1 =
k3√
6piε0εr
∓px + ipy√
2
. (B.7)
A similar comparison between the fields generated by a z-polarized magnetic dipole
with magnetic dipole moment mz yields
b110 = iZr
k3√
6pi
mz . (B.8)
with the impedance of the medium Zr =
√
µ0µr/ε0εr.
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Appendix C
Multipole decomposition, arbitrary
integration surface
Scattering coefficients
The total electric field outside the particle is a superposition of the incident field and
the scattered field. As such it has the same general form as Equation (2.1), namely
~E = ~Einc + ~Esc =
2∑
τ=1
∑
`m
aτ`m ~ψ
(j)
τ`m + bτ`m
~ψ
(h)
τ`m . (C.1)
It is also possible to express the field outside a spherical surface (which will
later be deformed to be arbitrary) enclosing a particle through what is called the
“Extinction theorem”, as [125]
~E(~r) = ~Einc(~r) +∇×
∫
S′
dS′
[
nˆ′ × ~E(~r ′)
]
·G~
~
(~r, ~r ′)
+
iZr
k
∇×∇×
∫
S′
dS′
[
nˆ′ × ~H(~r ′)
]
·G~
~
(~r, ~r ′) , (C.2)
where nˆ′ denotes the unit normal vector to the surface S′, Zr is the impedance of the
medium, k is the wavenumber in the medium and G~
~
(~r, ~r ′) is the isotropic Green’s
tensor that can be separated into longitudinal and transverse parts G~
~
= G~
~
L + G~
~
T
with ∇ × G~
~
L = 0. Note that the curl operations in Equation (C.2) act with respect
to the coordinate ~r. We thus only need the transverse part for Equation (C.2), which
can be expressed in terms of the ψ basis functions (Appendix A) as [132]
G~
~
T (~r, ~r
′) = −ik
∑
τ`m
(−1)m ~ψτ`m(~r)⊗ ~ψτ`,−m(~r ′) , (C.3)
where the outgoing basis functions (h(1)` radial dependence) should be used at the
larger of r and r′, and regular basis functions (j` radial dependence) at the smaller.
In the case of the scattered field from a particle, we are interested in the fields where
r > r′, so we use
G~
~
T (~r, ~r
′) = −ik
∑
τ`m
(−1)m ~ψ (h)τ`m(~r)⊗ ~ψ (j)τ`,−m(~r ′) . (C.4)
By using the interrelation for the basis functions, Equation (A.15), namely
∇× ~ψτ`m = k ~ψτ¯ `m , (C.5)
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we can perform the necessary curl operations in Equation (C.2). This then allows us
to compare allows us to compare Equations (C.1) and (C.2) in order to identify the
coefficients for the scattered fields. The magnetic scattering coefficients are
b1`m = (−1)mk2
∫
S
dS
[
−i~ψ (j)1`,−m · (nˆ× ~E) + Zr ~ψ (j)2`,−m · (nˆ× ~H)
]
, (C.6)
and the electric ones are
b2`m = (−1)mk2
∫
S
dS
[
−i~ψ (j)2`,−m · (nˆ× ~E) + Zr ~ψ (j)1`,−m · (nˆ× ~H)
]
. (C.7)
Reshaping the integration surface
The two expressions for the scattering coefficients above can be combined into
bτ`m = (−1)mk2
∫
S
dS
[
−i~ψ (j)τ¯ `,−m · (nˆ× ~E) + Zr ~ψ (j)τ`,−m · (nˆ× ~H)
]
, (C.8)
and using ~a · (~b× ~c) = ~b · (~c× ~a), we can write it as
bτ`m =
∫
S
d~S · ~F , (C.9)
where d~S = nˆdS and
~F = (−1)mk2
[
−i ~E × ~ψ (j)τ¯ `,−m + Zr ~H × ~ψ (j)τ`,−m
]
. (C.10)
The divergence theorem (Gauss’ theorem) tells us that∫
S
d~S · ~F =
∫
V
dV ∇ · ~F , (C.11)
where V is the volume enclosed by our surface S. If we can show that ~F is diver-
gence free in a region without free sources, we hence know that we can deform the
integration surface however we want, provided this deformation does not hit any
sources. By using∇ · (~a×~b) = ~b · (∇× ~a)− ~a · (∇×~b) we write
∇ · ~F = − i
(
~ψ
(j)
τ¯ `,−m · (∇× ~E)− ~E · (∇× ~ψ (j)τ¯ `,−m)
)
+ Zr
(
~ψ
(j)
τ`,−m · (∇× ~H)− ~H · (∇× ~ψ (j)τ`,−m)
)
. (C.12)
In a homogeneous and isotropic region without free sources, the Maxwell equa-
tions involving curl for a harmonic time-dependence are
∇× ~E = iωµ0µr ~H , (C.13)
∇× ~H = − iωε0εr ~E . (C.14)
Again using the curl relation of the basis functions, Equation (C.5), we get that
∇ · ~F = ~ψ (j)τ¯ `,−m · ~H
[
ωµ0µr − kZr
]
+ ~ψ
(j)
τ`,−m · ~E
[
ik − iZrωε0εr
]
= 0 . (C.15)
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Appendix D
Expansion coefficients for a plane
wave
The derivation of aτ`m in terms of the basis functions ~ψτ`m (Appendix A) is similar
to the one in Bohren and Huffman [126], except the plane wave here has an arbitrary
direction and polarization and the basis functions are different.
The procedure [132] is to start with the expression for a general plane wave
~A = ~E0ei
~k·~r , (D.1)
and express it in a series of spherical basis functions (regular at the origin) as
~A =
∑
τ`m
aτ`m ~ψ
(j)
τ`m . (D.2)
Then, the sought coefficients are given through
j`(kr)a1`m =
∫
dΩ ~X∗`m · ~A , (D.3)
and
j`(kr)a2`m =
∫
dΩ ~X∗`m ·
[
ikˆ × ~A
]
. (D.4)
One can perform these integrals [132] with the aid of the spherical wave expan-
sion of the scalar homogeneous Green’s function [127]
Gh(~r, ~r
′) =
eik|~r−~r ′|
4pi|~r − ~r ′| = ik
∑
`m
j`(kr<)h
(1)
` (kr>)Y
∗
`m(θ
′, ϕ′)Y`m(θ, ϕ) , (D.5)
rewritten for a source far away. One also needs explicit expressions for the vec-
tor spherical harmonics in terms of scalar spherical harmonics, Y`m, from Equation
(A.2). The result is
a1`m = 4pii`
1∑
j=−1
(−1)m+jY`,−m−j(kˆ)F j`m[eˆ∗j · ~E0] , (D.6)
a2`m = 4pii`+1
1∑
j=−1
(−1)m+jY`,−m−j(kˆ)F j`m
[
eˆ∗j · (kˆ × ~E0)
]
, (D.7)
68 Appendix D. Expansion coefficients for a plane wave
where the sum over j runs over the 3 orthonormal (eˆ∗j · eˆi = δij) polarization unit
vectors
eˆ±1 =
xˆ∓ iyˆ√
2
, eˆ0 = zˆ , (D.8)
and the the spherical harmonic Y (kˆ) is interpreted as evaluated at the angles de-
fined by the incident plane wave direction, kˆ. The numbers F j`m are coefficients
generated by the angular momentum operator of Equation (A.2). They are
F 0`m =
m√
`(`+ 1)
, F±1`m =
√
(`∓m)(`±m+ 1)
2`(`+ 1)
. (D.9)
Although the derivation is absent, the final expressions can be found in [128].
A circularly polarized plane wave along the z-axis
The common application of Mie theory, specifically the scattering by a spherical
particle in a plane wave, is a completely spherically symmetric problem. Due to
this symmetry, the direction of the incident wave can be chosen freely.
In fact, the above expressions become particularly easy when the plane wave is
incident along the z-axis and is circularly polarized (say along eˆ+). Then
~A = E0eˆ+eikz , (D.10)
and kˆ = zˆ is defined by θ = 0, ϕ = 0, and the expression for the magnetic coefficients
becomes
a1`m = 4pii`(−1)m+1Y`,−m−1(0, 0)
√
(`−m)(`+m+ 1)
2`(`+ 1)
E0 . (D.11)
The spherical harmonic is (Equation (A.1))
Y`,−m−1(0, 0) =
√
2`+ 1
4pi
√
(`+m+ 1)!
(`−m− 1)!P
−m−1
` (1) . (D.12)
The associated Legendre functions Pm
′
`′ (x) for x = ±1 (θ = 0, pi) are only non-zero
for m′ = 0 and they are normalized such that P 0`′(x) = 1 [126, 127], which means
here that −m − 1 = 0 or that m = −1 is the only azimuthal number that gives a
non-zero contribution. Summarizing, we have the notably more simple coefficients
a1`m = i`
√
2pi(2`+ 1)E0 δm,−1 , (D.13)
and kˆ × eˆ+ = ieˆ+ yields
a2`m = −i`
√
2pi(2`+ 1)E0 δm,−1 . (D.14)
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An x-polarized plane wave along the z-axis
Similarly, for a plane wave propagating along the z-axis with a linear polarization
in the x-direction, namely
~A = E0xˆeikz , (D.15)
the same type of analysis as in the previous section can be made. Perhaps unsurpris-
ingly, such a plane wave is a superposition of the two in-plane circular polarizations
eˆ±. In this case, only m = ±1 give non-zero contribution and we end up with
a1`m = i`
√
2pi(2`+ 1)E0
δm,+1 + δm,−1√
2
, (D.16)
and
a2`m = −i`
√
2pi(2`+ 1)E0
δm,+1 − δm,−1√
2
. (D.17)
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Appendix E
Energy flow for fields in spherical
multipole basis
We assume that the electromagnetic fields are written in a spherical multipole ba-
sis, in a superposition of regular and outgoing fields, according to Equation (2.1),
namely that
~E = ~Er + ~Eo , (E.1)
where the regular fields are expressed in terms of the a-coefficients as
~Er =
∑
τ`m
aτ`m ~ψ
(j)
τ`m ,
~Hr = − i
Zr
∑
τ`m
aτ`m ~ψ
(j)
τ¯ `m , (E.2)
and the b-coefficients encode the outgoing fields with
~Eo =
∑
τ`m
bτ`m ~ψ
(h)
τ`m ,
~Ho = − i
Zr
∑
τ`m
bτ`m ~ψ
(h)
τ¯ `m , (E.3)
where τ = 1 or 2 and τ¯ is the opposite of τ , i.e. 1¯ = 2 and 2¯ = 1. Moreover,
Zr =
√
ε0εr/µ0µr is the impedance of the medium. The magnetic fields have been
obtained through the Maxwell equation for harmonic fields,∇× ~E = iωµ0µr ~H .
Perhaps the most common case is that the known “source” field is the regular
field (e.g. an incident plane wave) and the scattering is outgoing. However, the
following treatment can be considered more general. For example, if the source is an
electric dipole at the center of a sphere, this source is contained in the b-coefficients
inside the sphere instead. Provided that one can find the b-coefficients outside the
sphere, the energy flowing to the far-field can be obtained in the same way. While
keeping this in mind, we focus on the common case of scattering by an incoming
source wave, since it is easier to follow.
Given that we have some way to determine the b-coefficients outside some spher-
ical surface enclosing all scatterers, we can find out how much energy is flowing to
the far-field through integration of the Poynting vector of the outgoing field (see
Section 3.3.1), namely
Wo =
∫
S
R2dΩ ~So · rˆ , (E.4)
where the radius R of the sphere S can be arbitrary as long as there are no sources
outside it. The (time-averaged) Poynting vector ~So is given by
~So =
1
2
Re
{
~Eo × ~H∗o
}
. (E.5)
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We substitute the fields above with their spherical wave expansions to get
Wo =
k
2µ0µrω
Re
∑
`m
∑
`′m′
∫
S
R2dΩ
[
i
(
b1`m ~ψ
(h)
1`m + b2`m
~ψ
(h)
2`m
)
×
(
b∗1`′m′ ~ψ
∗ (h)
2`′m′ + b
∗
2`′m′
~ψ
∗ (h)
1`′m′
)]
· rˆ , (E.6)
where we note that the basis functions are evaluated at r = R. We focus on these
terms one by one and use the definition of the basis functions (Appendix A). We
have
• The term involving b1`mb∗1`′m′ :
(
~ψ
(h)
1`m × ~ψ ∗ (h)2`′m′
)
· rˆ =
(
~ψ
∗ (h)
2`′m′ × rˆ
)
· ~ψ (h)1`m
=
(
1
kR
ξ′∗`′ (kR)(rˆ × ~X∗`′m′)× rˆ
)
·
(
h
(1)
` (kR)
~X`m
)
=
1
k2R2
ξ′∗`′ (kR)ξ`(kR) ~X
∗
`′m′ · ~X`m ,
where ξ` are the Riccati-Hankel functions (Appendix A) and where we have used
that (rˆ × ~X`m)× rˆ = ~X`m, since ~X`m has no radial component.
The two middle terms in Equation (E.6) turn out to be proportional to either
(rˆ × ~X`m) · ~X`′m′ or (rˆ × ~X`′m′) · ~X`m and will thus vanish upon integration on dΩ
due to the orthogonality relation in Equation (A.7) and the last term will be very
similar to the first. We combine the two non-zero terms and perform the integration
on dΩ. Using the orthogonality relation in Equation (A.5), we obtain Kroenecker
deltas and the sums over `′ and m′ collapse, leaving
Wo =
1
2kµ0µrω
Re
∑
`m
i
[
|b1`m|2 ξ′∗` (kR)ξ`(kR)− |b2`m|2ξ′`(kR)ξ∗` (kR)
]
. (E.7)
Now, we rewrite the ξ`’s in terms of the Riccati-Bessel functions, namely
ξ`(x) = ψ`(x)− iχ`(x) , (E.8)
where ψ`(x) = xj`(x) and χ`(x) = −xy`(x). If any radiation is to escape to the far-
field, we need to have a non-absorbing medium, so in this last step we assume that
k is real. With that, we realize that both ψ` and χ` are real for real arguments [126]
and we can take the real part without risk. Moreover, we can utilize a Wronskian
similar to Equation (A.13) eventually leaving us with
Wo =
1
2kµ0µrω
∑
`m
|b1`m|2 + |b2`m|2 . (E.9)
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